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MWA-6201U 802.11n Wireless Pocket Router and Access Point (1Tx1R, WPS, USB) 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 

 

The MWA - 6201U  is compliant with IEEE 

802.11n  specification up to 150Mbps data rate 

and backward compatible with 802.11b/g 

specification.  It enables your whole network 

sharing a highspeed cable or DSL. The USB port 

of the router can be used as an FTP server or 

supports connection selected USB 3G mod ems 

for sharing the mobile internet via Wi -Fi. The 

MWA - 6201U  supports IEEE 802.11e for 

multimedia applications, IEEE 802.11i for 

security. The protocol efficiency is significantly 

improved using the packet aggregation 

techniques.  

The small and easy router  is an ideal solution 

for travellers who need to work at anywhere.  

 

Wireless Standards:  IEEE 802.11n upto 150Mbps data 
rate, IEEE 802.11b/g  
 
Operation Mode: Router (Gateway), Bridge (AP), WISP 
Mode  
 
Wireless Mode:  AP / AP Client / WD S /AP+WDS /  
MESH / AP+MESH and Universal Repeater  
 
WAN Connection Type:  Static IP / DHCP Client / PPPoE 
/ PPTP  / L2TP / GSM 3.5G  
 
Networking:  DHCP Server / Client, DynDNS, NTP 
Client, VPN Passthrough  

 
USB: Supports Network File sharing function , FTP 
serv er , USB storage format tool, 3G modems for mobile 
internet (see the modem compatible list)  
 

Security: Security: None / WEP64 / WEP128 / WPA / 
WPA2 / WPA Mixed, Radius, Access Control List: Allow or 
Deny List  

 

WPS: Support WPS (Wi -Fi Protected Setup)  
 

QoS:  Bandwidth Control by IP or MAC Address  

 
Multiple AP:  Provides maximum 5 groups of SSID  

Firewall: NAT, IPSec / PPTP / L2TP Pass Through, IP 
Filtering, Port Filtering, URL Filtering, MAC Restricting, 
Port Forwarding, DMZ, Virtual Server  
 
Management: Syste m Status, Packet Statistic for 
Ports (WLAN -LAN-WAN), Syslog (Local and 
Remote),Dynamic  DNS, Denial -of -Service, Time Zone 
Setting, Firmware Upgrade, Save/Restore Settings, 
Password Setup, WatchDog, Reboot  
 
Other features:  Adjustable TX power, Frame 
Aggrega tion, MAC Address Clone, Wireless Schedule, 
Routing Setup, Virtual LAN (VLAN)  

 
Ports:  Fast Ethernet Ports ï 1 WAN, 1 LAN; 1 USB 
2.0 port (NAS, 3.5G communication)  

 

Antenna: internal (1Tx1R)  
 

LEDs: Power, WLAN, LAN  
 

Button: Hardware Reset, WPS  
 

Package Con tent:  
¶ 802.11b/g/n Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
IEEE 802.11n , IEEE 802.11b/g for WLAN  
IEEE 802.3, IEEE 802.3u  for wired LAN  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channels (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N band only)  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 13 dBm  
IEEE 802.11g: < 15 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dBm @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 150, 120, 90, 60, 54, 48, 36, 24, 18, 12, 11, 9, 6, 5 .5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna Internal (1Tx1R MIMO techologie)  

Security 64/128 bit WEP, WPA, WPA2, TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge , WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS / MESH / AP+MESH,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While the Wireless Mode is selected to be Client)  

Chipset Realtek RTL8196BU + RTL8191RE  

Flash 4 MB  

RAM 32 MB SDRAM  

Size 107 x 72 x 23,5 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 5V  

WAN Port 1 x 10/100Base T -Ethernet switch port (auto sensing)  

LAN Port 1 x 10/1 00Base T -Ethernet switch port (auto sensing)  

USB Port 1 x USB 2.0 port  

LED Indicators Power, Active/Link (WLAN, LAN)  

Buttons  Reset to default setting, WPS (Wi -Fi Protected Setup)  

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=64','open','width=650,height=600,scrollbars=yes,resizable=no'))
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Compatible 3G (UMTS) USB Modem List  

 

A- Link  3GU, Tita n 

Aiko  82D  

DaTang  D201  

Delta Network  WM78 -81  

Huawei  E156, E160, EC168C, E169, E172, E180, E180(dna), 

E182E. E220, E226, E230, E270  

E1552, E1750, E1752, E1762, K3715  

Giant  D301  

Merlin  XU870  

Nokia  CS-15  

Novatel  MC950D  

Option  ICON225, ICON401, ICON50 5 

Sierra  MC8700, MC8775, MC8790, MC8792V,MC8795V  

SIPTune  LM-75  

Solomon  S3GM-645 -11, S3GM -646, S3GM -690  

Sony Ericsson  MD300  

ZTE  MF622, MF636, MF668  
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MWA-6202 802.11n Wireless Router and Access Point 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 

 
 
 
 

The MWA - 6202  with IEEE 802.11n Draft 2.0 

specifications, delivers wireless speed up to 300Mbps data 

rate, provides multi - functional capab ilities, particularly the 

high -performance throughput and high -quality security. 

Incorporating five Fast Ethernet ports and Wireless 

(802.11b/g/n) networking device, MWA - 6202  enables 

your whole network sharing a high -speed cable or DSL. It 

also maximizes t he performance and ideal for media -

centric applications like streaming video, gaming and 

Voice over IP technology . 
 

Operation Mode  
¶ Router (Gateway) Mode  
¶ Bridge (AP) Mode  
¶ WISP Mode  
 

Wireless  
¶ IEEE 802.11n Draft 2, IEEE 802.11b/g  
¶ Mode: AP / Repeater / Client  / WDS /AP+WDS  
¶ Channel  Selection: Auto or Manually  

¶ SSID: One SSID  
 

WAN / LAN  
¶ WAN Connection Type: Static IP / DHCP Client / 

PPPoE / PPTP ( Static, Dynamic)  
¶ Networking: DHCP Server / Client, DynDNS, 

NTP Client, VPN Passthrough  

 

Security  
¶ Wireless Security: None / WEP64 / WEP128 / 

WPA / WPA2 Pre -Shared Key, WPA/WPA2 
Ciphers: TKIP/AES/TKIP+AES  

¶ Access Control List: Allow or Deny List  

 

WPS  
¶ Support PBC and PIN Settings  

 

Firewall  
¶ NAT 
¶ IPSec / PPTP / L2TP Pass Through  
¶ IP Filtering  
¶ Port Filtering  
¶ MAC Restricting  
¶ URL Filtering  
¶ Port Forwarding  

¶ DMZ 

 

Management  
¶ System Status  
¶ Packet Statistic for Ports (WLAN -LAN-WAN)  
¶ Syslog (Local and Remote)  
¶ Dynamic DNS  
¶ Denial -of -Service  
¶ Firmware Upgrade  
¶ Restore Settings  
¶ Password Setup  
 

Ports  

¶ WAN: 1 Fast Ethernet Port  
¶ LAN:  4 Fast Ethern et Ports  
 

Antenna  

¶ Qty: 2  

¶ Type: Detachable  
 

LED  

¶ Power  

¶ WAN 

¶ LAN 

 

Button  

¶ Hardware Reset  

¶ WPS (WiFi Protected Setup)  
 

Package Content  

¶ 802.11b/g/n AP/Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
IEEE 802.11n Draft 2.0, IEEE 802.11b/g for WLAN  
IEEE 802.3, IEEE 802.3u  for  wired LAN  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channels (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N band only)  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 14 dBm   
IEEE 802.11g: < 15 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dBm @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 
IEEE 802.11n (auto fallback): 300, 270, 243, 216, 162, 108, 81, 54, 27 Mbps (40Mhz)  
IEEE 802.11g (auto fallback): 54, 48, 36, 24, 18, 12, 9, 6 Mbps  
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna Detachable Antenna (2Tx 2R)  

Security 64/128 bit WEP, WPA, WPA2, TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge, WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While  the Wireless Mode is selected to be Client)  

Chipset Realtek RTL8651C + RTL8190 + RTL8256  

Flash 2 MB  

RAM 16 MB SDRAM  

Size 138 x 92 x 33 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 12V  

WAN Port 1 x 10/100Base T -Ethernet switch port (auto sensing)  

LAN Port 4 x 10/100Base T -Ethernet switch port (auto sensing)  

LED Indicators Power, Active (WLAN, LAN, WAN), WPS  

Buttons  Reset to default setting, WPS (Wi -Fi Protected Setup)  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=64','open','width=650,height=600,scrollbars=yes,resizable=no'))
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MWA-6212U 802.11n Wireless Router and Access Point (2Tx2R, WPS, USB) 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

The MWA - 62 12 U  is compliant with 802.11n 

specifications, delivers wireless speed up to 300Mbps 

data rate, provides multi - fu nctional capabilities, 

particularly the high performance throughput and 

high -quality security. Incorporating fast Ethernet 

ports and is compatible to other wireless 

(802.11b/g/n) networking device; it enables your 

whole network sharing a high -speed cable o r DSL. Its 

high performance is ideal for media -centric 

applications like streaming video, gaming and Voice 

over IP technology.  

Wireless Standards:  IEEE 802.11n upto 300Mbp s data 
rate, IEEE 802.11b/g  
 
Operation Mode: Router (Gateway), Bridge (AP), WISP 
Mode  
 
Wireless Mode:  AP / AP Client / WDS / AP+WDS an d 
Universal Repeater  
 
WAN Connection Type:  Static IP / DHCP Client / PPPoE 
/ PPTP  / L2TP / GSM 3.5G  
 
Networking:  DHCP Ser ver / Client, Static DHCP, 
DynDNS, NTP Client, VPN Passthrough  

 
USB: Supports Network File sharing function , FTP 
server , USB printer server, USB storage format tool, 3G 
modems for mobile internet (see the modem compatible 
list)  
 

Security: None / WEP64 / WE P128 / WPA / WPA2 / WPA 
Mixed, Radius, Access Control List: Allow or Deny List  

 

WPS: Support WPS (Wi -Fi Protected Setup)  
 

QoS:  Bandwidth Control by IP or MAC Address  

 
Multiple AP:  Provides maximum 5 groups of SSID  

Firewall: NAT, IPSec / PPTP / L2TP Pass Through, IP 
Filtering, Port Filtering, URL Filtering, MAC Restricting, 
Port Forwarding, DMZ, Virtual Server  
 
Management: System Status, Packet Statistic for 
Ports (WLAN -LAN-WAN), Syslog (Local and 
Remote),Dynamic  DNS, Denial -of -Service, Time Zone 
Setting, Firmware Upgrade, Save/Restore Settings, 
Password Setup, WatchDog, Reboot  
 
Other featur es:  Adjustable TX power, Frame 
Aggregation, MAC Address Clone, Wireless Schedule, 
Routing Setup, Virtual LAN (VLAN) , WLAN particion, 
STBC (Space -Time Blocking Code)  

 
Ports:  Fast Ethernet Ports ï 1 WAN, 4 LAN; 1 USB 
2.0 port (NAS, printer, 3.5G communicati on)  

 

Antenna: 2 x 2dBi external detachable (2Tx2R)  
 

LEDs: Power, WLAN, WPS, WAN, LAN (Link/Act)  
 

Button: Hardware Reset, WPS  
 

Package Content:  
¶ 802.11b/g/n Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
WLAN: IEEE 802.11n, IEEE 802.11b/g  
LAN: IEEE 802.3, IEEE 802.3u  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channels (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N b and only)  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 13 dBm  
IEEE 802.11g: < 15 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dBm @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 300,120, 60, 54, 48, 36, 24, 18, 12, 11, 9, 6, 5.5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna 2 x 2dBi external detachable, SMA connector  

Security 64/128 bit WEP , WPA, WPA2, TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge, WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS ,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While the Wireless Mode is select ed to be Client)  

Chipset Realtek RTL8196 C + RTL8192 CE 

Flash 4 MB  

RAM 32 MB SDRAM  

Size 137.5 x 93 x 32 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 12V, 1A  

WAN Port 1 x 10/100Ba se T -Ethernet switch port (auto sensing)  

LAN Port 4 x 10/100Base T -Ethernet switch port (auto sensing)  

USB Port 1 x USB 2.0 port  

LED Indicators Power, WLAN, WPS, WAN, LAN (Link/Act)  

Buttons  Reset to default setting, WPS (Wi -Fi Protected Setup)  

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
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Compatible 3G (UMTS) USB Modem List:  

 

 

 

A- Link  3GU, Titan  

Huawei  E156, E160, E169, E172, E173, E180, E220, E226, 

E230, E270, E272, E367, E170,  

E1550, E1552, E1750, E1752, E1762, E182E, E1820, 

EC618C, K3715, K3765, K4505  

Nokia  CS-15, CS -17, C S-19  

Novatel  MC950D, XU870  

Option  ICON225, ICON401, ICON505, ICON505M  

Sierra  MC8700, MC8775, MC8790, MC8792V,MC8795V, 

Compass 889, AirCard 309  

Solomon  S3GM-645 -11, S3GM -646, S3GM -690  

Sony Ericsson  MD300, MD400  

ZTE  MF622, MF626, MF636, MF668  

M§s gy§rt·k Aiko 82D, Datang 201, Giant D301, SIPTune LM -75, 

Webee, AnyData ADU 500A, BandLuxe C120  
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MWL-6200C 802.11n Wireless USB Adapter 
 
 
 
 
 
 
 

 
 
 
 
 

The MWL - 6200C  is a wireless dongle, 

which fully supports the features and 
functional compliance of IEEE 802.11n Draft 
2.0, IEEE 802.11e and i standards. It 

supports up to 300 Mbps high -speed 
wireless network connections.  
 
It is designed to provide excellent 

performance with minimum power 
consumption and enhance the advantages 
of robust system and cost -effective. The 
MWL - 6200C  is targeted at competitive 
superior performance better power 
manageme nt applications.  

 

Features:  

¶ Complies with IEEE 802.11n Draft 2.0, IEEE 

802.11b/g, IEEE 802.11e and i standards   

¶ 1x2 MIMO technology improves effective 

throughput and range over existing 
802.11b/g products  

¶ 2.4GHz WLAN MAC/BB processing  

¶ Data rates up to 300 Mbps for 40 MHz 

channels and up to 130 MBps for 20 MHz 
channels  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 

DQPSK and CCK modulations  

¶ Supports 64 -bit and 128 bit WEP, WPA, 

WPA2, TKIP, AES  

¶ USB 2.0 interface  

¶ Realtek RTL8192+RTL8256 chipset  
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                                                                                        Technikai specifik§ci·  

Chipset Realtek RTL8192+RTL8256  

Standard IEEE 802.11n Draft 2.0, IEEE 802.11b/g, IEEE 802.11e and IEEE 802.11i  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogonal Frequency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface USB 2.0  

OS Support Windows 2000 / XP / x64 / Vista  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Size 90 x 24 x 11 mm (L x W x H)  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  
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MWL-6200D 802.11n Wireless USB Adapter 
 
 
 
 
 
 
 

 
 
 
 
 

The MWL - 6200D  is a wireless dongle, 

which fully supports the features and 
functional compliance of IEEE 802.11n Draft 
2. 0, IEEE 802.11e and i standards. It 

supports up to 300 Mbps high -speed 
wireless network connections.  
 
It is designed to provide excellent 

performance with minimum power 
consumption and enhance the advantages 
of robust system and cost -effective. The 
MWL - 620 0D  is targeted at competitive 
superior performance better power 
management applications.  

 

Features:  

¶ Complies with IEEE 802.11n Draft 2.0, IEEE 

802.11b/g, IEEE 802.11e and i standards   

¶ 2x2 MIMO technology improves effective 
throughput and range over exist ing 
802.11b/g products  

¶ 2x2 dBi External SMA Antennas  

¶ 2.4GHz WLAN MAC/BB processing  

¶ Data rates up to 300 Mbps for 40 MHz 

channels and up to 130 MBps for 20 MHz 
channels  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 

DQPSK and CCK modulations  

¶ Supports 64 -bit and 128  bit WEP, WPA, 
WPA2, TKIP, AES  

¶ USB 2.0 interface  

¶ Atheros AR9170+AR9102 chipset  
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                                                                                        Technical Specification  

Chipset Atheros AR9170+AR9102  

Standard IEEE 802.11n Draft 2.0, IEEE 802.11b/g, IEEE 802.11e and IEEE 802.11i  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogonal Freque ncy Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Data Transfer Rates 
300, 270, 240, 1 80, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Antenna 2x2 dBi Detachable SMA Antenna  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface USB 2.0  

OS Support Windows 2000 / XP / Vista, Linux  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  
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MWU-203 802.11n Wireless USB Adapter (2Tx2R, WPS) 
 
 
 
 
 
 
 

 
 
 
 
 

The MWU - 203  is a wirele ss dongle, which 

fully supports the features and functional 
compliance of IEEE 802.11n, e and i 
standards. It supports up to 300 Mbps high -

speed wireless network connections using  
the 2Tx2R MIMO technology.  

The MWU - 203  is a cost -effective, single 
chip sol ution, provides excellent 
performance with minimum power 
consumption. With build - in WPS button to 

simplify the process of configuring security 
on wireless networks.   

 

¶ Complies with IEEE 802.11n,e and i, 

IEEE 802.11b/g standards   

¶ 2x2 MIMO technology  improves 
effective throughput and range over 
existing 802.11b/g products  

¶ Operates on 2.4GHz ISM band  

¶ Data rates up to 300 Mbps  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 
DQPSK and CCK modulations  

¶ Supports 64 -bit and 128 bit WEP, WPA, 

WPA2, TKIP, AES  

¶ WPS (Wi -Fi Protected Setup) button for 
easy and secure establishment of a 

wireless network  

¶ USB 2.0 interface  

¶ Realtek RTL8192SU chip   
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                                                                                        Technical Specification  

Chipset Realtek  RTL8192SU  

Standard IEEE 802.11n, e and i, IEEE 802.11b/g  

Frequency Band 2.4GHz ISM Ba nd  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogona l Frequency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Operation Mode Ad hoc, Infra structure  

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 
64/128 bit WEP & WPA, WPA2, TKIP, AES  
WPS button for easy and secure establishment of a wireless network  

Interface USB 2.0  

Power Consumption 
Transmit: around 380mA  
Receive:   around 250mA  

OS Support Windows  2000 / XP / XPx64 / Vista / VistaX64 / Win7 / Win7x64 / Mac / Linux  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Size 52.3 x 24.4 x 9.9 mm (L x W x H)  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  
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MWU-206 802.11n Wireless USB Adapter (1Tx2R) 
 
 
 
 
 
 
 

 
 
 
 
 

The MWU -206 is a wireless dongle, which 

fully supports the features and functional 

compliance of IEEE 802.11n, e and i 

standards. It supports up to 300 Mbps 

downlink and 150Mbps uplink high speed 

wireless network connections using  the 

1Tx2R MIMO technology. Using packet 

aggregation techniques the  protocol efficiency 

is significantly improved. Power saving 

mechanisms reduce the power wasted during 

idle time, and compensate for the extra power 

required to transmission  The MWU -206 

provides simple legacy and 20MHz/40MHz 

co-existence mechanisms to ensure backward 

and network compatibility. 

 

   

 ¶ Complies with IEEE 802.11n,e and i, 
IEEE 802.11b/g standards   

¶ 1Tx2R MIMO technology improves 

effective throughput and range over 
existing 802.11b/g products  

¶ Operates on 2.4GHz ISM band  

¶ Data rates up to 300 Mbps downlink  
and 150Mbps uplink  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 

DQPSK and CCK modulations  

¶ Supports 64 -bit and 128 bit WEP, WPA, 

WPA2, TKIP, AES  

¶ WPS (WiFi Protected Setup)  

¶ Ad-hoc and Infrastructure mode  

¶ 5 dBi detachable antenna  

¶ USB 2.0 interface  

¶ Realtek RTL8191S U chip   
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                                                                                        Technical Specification  

Chipset Realtek RTL8191SU  

Standard IEEE 802.11n, e and i, IEEE 802.11b/g  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogonal Frequency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 19 dBm  
IEEE 802.11g: < 19 dB m 
IEEE 802.11b: < 22 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Operation Mode Ad hoc, Infrastructure  

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12,  11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface USB 2.0  

Antenna 1 x 5dBi external detachable  

Power Consumption 
Transmit: around 380mA  
Receive:   around 250mA  

OS Support Windows  XP / Vista / Win7 / Mac / Linux  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Size 87 x 27 x 13.4 mm (L x W x H)  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))


             

                    Product 

                                  MyTek Communication Ltd.   Catalogue 

 

 

 

 

MyTek Communication Ltd.                                                              Tel:  (36-1) 347-0446, (36-1) 280-9397 

Vºrºsmarty utca 79. Budapest                                                           Fax: (36-1) 347-0447 

Hungary H-1201                                                                                  http://www.mytek.eu 

20 

MWL-6400 802.11n Wireless PCI Adapter 
 
 
 
 
 
 
 

 
 
 
 
 

The MWL - 6400C  is a highly integrated 

MIMO wireless PCI adapter, which fully 
supports the features and functional 
compliance of IEEE 802.11n Draft 2.0, IEEE 

802.11e and i standards. It supports up to 
300 Mbps high -speed wireless network 
connections.  
 

It provides complete solution for high 
throughput performance, transmission over 
20 MHz and 40 MHz bandwidth.  

 

Features:  

¶ Complies with IEEE 802.11n Draft 2.0, IEEE 802.11b/g standards   

¶ 1x2 MIMO technology improves effect ive throughput and range over existing 

802.11b/g products  

¶ 2.4GHz WLAN MAC/BB processing  

¶ Data rates up to 300 Mbps for 40 MHz channels and up to 130 MBps for 20 

MHz channels  

¶ PCI Revision 2.3 interface  

¶ Realtek TRL8190+RTL8256 chipset  

¶ Supported standards :  
  IEEE 802.11e QoS Enhancement (WMM, WMM -SA Client Mode)  
  IEEE 802.11h TPC, DFS Spectrum Measurement  
  IEEE 802.11k Radio Resource Measurement  
  IEEE 802.11i (WPA,WPA2) Open, Shared Key, Pair -Wise Key Authentication  
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                                                                                        Technical Specification  

Chipset Realtek RTL8190+RTL8256  

Standard IEEE 802.11n Draft 2.0, IEEE 802.11b/g, IEEE 802.11e,h,k and i  

Frequency Band 2.4GHz ï 2.484GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum) width DBPSK,DQPSK,CCK  
IEEE 802.11g/n: OFDM (Orthogonal Frequency Division Multiplexing) width BPSK, 
QPSK, 16 -QAM, 64 -QAM and 256 -QAM modulations  

Transmit Power 
IEEE 802.11n: 13+/ -2 dBm  
IEEE 802.11g: 14+/ -2 dBm  
IEEE 802.11b: 17+/ -2 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 8%  
IEEE 802.11g:  -70dBm @ 8%  
IEEE 802.11b:  -80dBm @ 8%   

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36,  30, 24, 22, 18, 12, 11, 9, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operation Mode Ad-hoc, Infrastucture  

Power Consumption 
Transmit: around 350mA @ 11b, 355mA @ 11g, 350mA @ 11n  
Receive: around 390mA @ 11b, 420mA @ 11g, 420mA @ 11n  

Operating Range Indoor 100m , Outdoor 280m                *The performance depends on evironment  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface PCI Revision 2.3, 32 -bit  

OS Support Windows 2000 / XP / Vista  

Temperature Operating: 0C -  55C   Storing: -20C ï 70C 

Humidity  5-90%, Non -condensing  

Size 121 x 57 x 19 mm (L x W x H)  

Weight 94g  

LED Indicators Red LED for Power, Green LED for Link  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))


             

                    Product 

                                  MyTek Communication Ltd.   Catalogue 

 

 

 

 

MyTek Communication Ltd.                                                              Tel:  (36-1) 347-0446, (36-1) 280-9397 

Vºrºsmarty utca 79. Budapest                                                           Fax: (36-1) 347-0447 

Hungary H-1201                                                                                  http://www.mytek.eu 

22 

 

 

 

 

 

 

 

 

 

  802.11a+g (54/108 Mbps, dual-band) Wireless Networking Products  
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Sparklan WX-7800A 802.11a+g Access Point 
 
 
 
 

 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 

SparkLAN WX - 7800A  wireless 11a+g Dual -Band Access 
Point can be accessed in all three 802. 11 wireless  
networks. WX - 7800A  contains two separate wireless 
connectivity radio transceivers, which support all three  
popular wireless networking specifications. One of the two 

transceivers uses 2.4GHz frequency band and  
supports both wireless 802.11b and  802.11g, which offers 

up to 11Mbps and 108Mbps data rate  
respectively. The other transceiver uses 5GHz frequency 
band and supports wireless 802.11a, also up to  
108Mbps. Since two radio waves operate in different 
frequency bands, they can work simultaneous ly and  
cover your wireless zone with high -speed performance. In 
terms of security, WX - 7800A  offers up to  

128 -bit WEP Encryption and also includes MAC address 
filtering, which allows you to assign Internet Access  
to those you permit. The configuration and i nstallation is 
made to be simple and fast following the web  
browser -based setup wizard.  

Features 

 
¶ Supports all  802.11a, 802.11b and 802.11g 

networks 

¶ Wireless link speeds up to 108Mbps 

¶ MAC address  filtering and enhanced 152-bit  

WEP encryption 

¶ WEB-based management and easy setup 

wizard 

¶ Provide high performance universal wireless 

network connectivity 

¶ Ideal for multimedia data transmission with 

high speed wireless performance 

¶ Easy fast installation and setup 

¶ WDS: AP, bridge, repeater and AP Client 

¶ Atheros XR eXtended Range technology 
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                                                                                        Technical Specification  

Standard 
IEEE 802.11a 802.11b and 802.11g for WLAN  
IEEE 802.3 for wired LAN  

Frequency Bands 

802.11a:    US: UNI -Band 5.15 ï 5.35GHz  
                 EU: UNI -Band 5.15 ï 5.35GHz  
                 UNI -Band 5.47 ï 5.7 25GHz  
802.11b/g: ISM Band: 2.412 ï 2.4835GHz  

Modulation 
802.11b: 11 Mbps & 5.5 Mbps CCK; 2 Mbps DQPSK; 1 Mbps BPSK  
802.11g and 802.11a: OFDM  

Media Access Protocol CSMA/CA with ACK  

Transmit Power 
IEEE 802.11a: max. 16 dBm @ 16QAM R3/4  
IEEE 802.11g: typ. 16 dBm @ Normal Temp Range  
IEEE 802.11b: typ. 18 dBm @ Norma Temp Range  

Receive Sensitivity  

802.11a:      6 Mbps 10 -5 BER @ -91 dBm  
                 54 Mbps 10 -5 BER @ -72 dBm  
               108 Mbps 10 -5 BER @ -69 dBm  
802.11g:    11 Mbps 10 -5 BER @ -85 dBm  
                 54 Mbps 10 -5 BER @ -72 dBm  
               108 Mbps 10 -5 BER @ -69 dBm   

Data Rates 
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  
IEEE 802.11g & 802.11a (auto fallback): 108, 54, 48, 36, 24, 18, 12, 9, 6 Mbps  

Operating Range 
802.11b : indoor 35 -60m, outdoor 300m  
802.11g: indoor 20m, outdoor 50 m  
802.11a: indoor 100m, outdoor 300m             * The performance various depend on environment.  

Protocol TCP/IP, IPX, NetBEUI  

Management Built - in HTTP Server for setup and remote management via any browser   

Antenna Detachable antenna, 802.11a: 4dBi (Peak Gain), 802.11b/g: 2 dBi (Peak Gain)  

Security Up to 64/128 bit WEP & WPA, MAC address filtering  

Operating mode  AP, AP Client, Repeater, Point -Point and Point -Multipoint Bridge  

Size 195 x  160 x 27 mm (LxWxH)  

Weigthy 700g  

Temperature Operating: 0C -  40C   Storing: -20C ï 70C 

Humidity  95%, Non -condesning  

Power Supply DC 5V, 2.5A  

LAN Port 1 x 10/100Base T -Ethernet switch port (auto sensing)  

LED Indicators 4 LED: Power, LAN, 11a Link/A ct, 11g Link/Act  

Reset Button  Reset to default setting ( hold the reset button after 6 sec )  

Certification CE, FCC 

Warranty 1 year  
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Sparklan WL-711A 802.11a/b/g Wireless Cardbus Adapter 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

Technical Specification  

Standards IEEE 802.11a, 802.11b, 802.11g  

Frequency Bands 

802.11a:    US: UNI -Band 5.15 ï 5.35GHz  
                 EU: UNI -Band 5.15 ï 5.35GHz  
                 UNI -Band 5.47 ï 5.725GHz  
802.11b/g: ISM Band: 2.412 ï 2.4835GHz  

Modulation 
802.11b: CCK, DQPSK, DBPSK  
802.11a/g: OFDM  

Transmit Power 
IEEE 802.11a: 15 dBm (typical)  
IEEE 802.11g: 16 dBm (typical)  
IEEE 802. 11b: 18 dBm (typical)  

Receive Sensitivity  
802.11a:     -70 dBm @ 54 Mbps 10% PER  
802.11g:     -72 dBm @ 54 Mbps 10% PER  
802.11b:     -88 dBm @ 54 Mbps 10% PER  

Data Rates IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  

The Sparklan WL - 711A  wireless 11a/b/g Cardbus 

Adapter offers high -speed wireless connection with a 
data rate up to 108Mbps. WL - 711A  supports seamless 

roaming from cell to cell in all types of wireless 
networks.  
 
You can place y our notebook computers anywhere at 
home or in the office building without any wire 

limitation.  
 
The WL - 711A  supports advanced security features 
including AES and up to 152 -bit Wired Equivalent 
Privacy (WEP) and WPA encryption for more secured 
user network environment.  
 

Benefits 
 

¶ Dual-band wireless adapter connects your notebook to 802.11a, 802.11b, 802.11g wireless networks. 

¶ Protects your wireless communications with up to 152-bit encryption. 

¶ Incredible data rates up to 108Mbps. 

 

Features 

 
¶ One adapter connects ether 2.4GHz (802.11b or 802.11g) or 5GHz (802.11a) networks. 

¶ Advanced security features with up to 152-bit WEP encryption. 

¶ Easy to setup. 
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IEEE 802.11g (auto fallback): 108,  54, 48, 36, 24, 18, 12, 11, 9, 6 Mbps  
IEEE 802.11a (auto fallback): 54, 48, 36, 24, 18, 12, 11, 9, 6 Mbps  

Operating Range 
802.11b: outdoor 300 m  
802.11g: outdoor 100 m  
802.11a: outdoor   50 m  

PCI Cardbus  

Antenna Integrated dual band diversity antenn a 

Security 64/128/152 bites WEP, WPA  

Size 120 x 54 x 8 mm (LxWxH)  

Weight 42g  

Temperature Operating: 0C -  60C   Storing: -20C ï 80C 

Humidity 
Operating: 10 -85 % Non -condensing  
Storing    :  5 -90 % Non -condensing  

Operating Voltage 3.3V+/ -5%  

LED Indicators Power  Network Link  

Operating Systems  Win2000/XP  

Certification CE, FCC 

Warranty 1 year  
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Sparklan WL-760A 802.11a/b/g Wireless PCI Adapter 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

The Sparklan WL - 760A  wireless 11a/b/g PCI Adapter 
offers high -speed wireless connection with a data rate 
up t o 108Mbps. WL - 760A  supports seamless roaming 
from cell to cell in all types of wireless networks.  

 
You can place your desktop computers anywhere at 

home or in the office building without any wire 
limitation.  
 
The WL - 760A  supports advanced security features  
including 64/128 -bit Wired Equivalent Privacy (WEP) & 
WPA encryption for more secured user network 

environment.  
  

The 3 dBi high gain Antenna makes WL -760A more sensitive to the wireless surrounding. Wider and longer 
receiving range increases your Internet access mobility and still provides the speed you need for large file 
download, digital video . 

 

 

 

Benefits 
 

¶ Dual-band wireless adapter connects your desktop PC to 802.11a, 802.11b, 802.11g wireless networks. 

¶ Protects your wireless communications with up to 128-bit encryption. 

¶ Incredible data rates up to 108Mbps. 

 

Features 

 
¶ One adapter connects ether 2.4GHz (802.11b or 802.11g) or 5GHz (802.11a) networks. 

¶ Advanced security features with up to 128-bit WEP encryption. 

¶ Easy to setup. 
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Technical Specification  

Standards IEEE 802.11a, 802.11b, 802.11g  

Frequency Bands 

802.11a:    US: UNI -Band 5.15 ï 5.35GHz  
                 EU: UNI -Band 5.15 ï 5.35GHz  
                 UNI -Band 5.47 ï 5.725GHz  
802.11b/g: ISM Band: 2.412 ï 2.4835GHz  

Modulation 
802.11b: CCK, DQPSK, DBPSK  
802.11a/g: OFDM  

Transmit Power 
IEEE 802.11a: 15 dBm (typical)  
IEEE 802.11g: 16 dBm (typical)  
IEEE 802.11b: 18 dBm (typical)  

Receive Sensitivity  
802.11a:     -70 dBm @ 54 Mbps 10% PER  
802.11g:     -72 dBm @ 54 Mbps 10% PER  
802.11b:     -88 dBm @ 54 Mbps 10% PER  

Data Rates 
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  
IEEE 802.11g & 802.11a (auto fallback): 108, 54, 48, 36, 24, 18, 12, 11, 9,  6 Mbps  

Operating Range 
802.11b: outdoor 300 m  
802.11g: outdoor 100 m  
802.11a: outdoor   50 m  

PCI PCI rev 2.3 Interface  

Antenna Dual band,  802.11a: 3dBi, 802.11b: 1 dBi  

Security 64/128 bites WEP, WPA  

Size 147 x 120 x 20 mm (LxWxH)  

Weight 104g  

Temperature Operating: 0C -  60C   Storing: -20C ï 80C 

Humidity 
Operating: 10 -85 % Non -condensing  
Storing    :  5 -90 % Non -condensing  

Operating Voltage 3.3V+/ -5%  

LED Indicators Activity, Network Link  

Operating Systems  Win2000/XP  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
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Sparklan WMIA-166AG 802.11a/b/g Wireless miniPCI Adapter 
 
 

Technical Specification  

Chipset Atheros AR5006XS (AR5414A)  

Interface Type MiniPCI Interface Type IIIA  

Standards IEEE 802.11a, 802.11b, 802.11g  

Frequency Bands 
802.11a:    5.150 ï 5.850GHz  
802.11b:    2.400 -  2.484GHz  
802.11g:    2.400 ï 2.484GHz  

Spreading 
802 .11a: Orthogonal Frequency Division Multiplexing (OFDM)  
802.11b: Direct Sequence Spread Spectrum (DSSS)  
802.11g: Orthogonal Frequency Division Multiplexing (OFDM)  

Modulation 
802.11b: CCK, DQPSK, DBPSK  
802.11a/g: 64 QAM, 16 QAM, QPSK,BPSK  

Data Rates 
IEEE 802.11a (auto fallback): 54, 48, 36, 24, 18, 12, 9, 6 Mbps  
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  
IEEE 802.11g & 802.11a (auto fallback): 54, 48, 36, 24, 18, 12, 9, 6 Mbps  

Antenna 
Single antenna with 1dBi antenna gain at 2.4GHz band and 2 dBi an tenna gain at 4GHz 
(External antenna)  

Transmit Power 
IEEE 802.11a: see the output power table below, tolerance + -1.5 dBm  
IEEE 802.11g: see the output power table below, tolerance + -1.5 dBm  
IEEE 802.11b: see the output power table below, tolerance + -1.5 d Bm  

Receive Sensitivity  

802.11a/g  
Nominal Temp Range:  
  6Mbps  10 -5 BER @ -90 dBm, typical  
  9Mbps  10 -5 BER @ -89 dBm, typical  
12Mbps  10 -5 BER @ -88 dBm, typical  
18Mbps  10 -5 BER @ -86 dBm, typical  
24Mbps  10 -5 BER @ -82 dBm, typical  
36Mbps  10 -5 BER @ -78 dBm, typical  
48Mbps  10 -5 BER @ -72 dBm, typical  
54Mbps  10 -5 BER @ -68 dBm, typical  

The Sparklan WMIA -166AG miniPCI module based on the 

Atheros  AR5006XS (AR5414A) Single Chip. 

 

Highligths:  

 

¶ Mini PCI Type III A 

¶ Operating in 2.4GHz and 5.8GHz with data rate up to 

54Mbps  

¶ Supplied Driver: Windows 98SE/ME/2000/XP  

¶ Single antenna with 1dBi antenna gain at 2.4GHz 

band and 2dBi antenna gain at 5GHz band.  (External 

antenna ) 
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802.11b:  
Typ.   -88 dBm @ 11Mbps + - 2 dBm  
Typ.   -91 dBm @ 5.5Mbps  
Typ.   -92 dBm @   2Mbps  
Typ.   -93 dBm @   1Mbps  

Operating Range 
outdoor 300 m, indoor: 100 m  
The transmission speed varies in the surrounding environment.  

Power Consumption (peak) 
802.11a: TX 510mA @ 3.3V,  RX 250mA @ 3.3V  
802.11b: TX 380mA @ 3.3V,  RX 220mA @ 3.3V  
802.11g: TX 400mA @ 3.3V,  RX 280mA @ 3.3V  

Size 60 x 45 x 4 mm (LxWxH)  

Weight 20g  

Temperature Operating: 0C -  55C   Storing: -20C ï 80C 

Humidity 
Operating: 10 -85 % Non -condensing  
Storing    :  5 -90 % Non -condensing  

Operating Voltage 3.3V+/ -5%  

LED Indicators Activity  

Network Protocol TCP/IP, IPX, NDIS 4, NDIS 5, NDIS 5.1  

Supplied Driver  Win98SE/ME/2000/XP  

Certification CE, FCC 

Warranty 1 year  

 
    Output  power table (dBm), base mode for 802.11a, ETSI (preliminary data) 

CH 
 5180 

 MHz 

 5200 

 MHz 

 5220 

 MHz 

 5240 

 MHz 

 5260 

 MHz 

 5280 

 MHz 

 5300 

 MHz 

 5320 

 MHz 

 5500 

 MHz 

 5600 

 MHz 

 5700 

 MHz 

6-24 Mbps   17    17    17    17    17   17    17    17    17    17    17  

36 Mbps   16    16    16    16    16    16    16    16    16    16    16  

48 Mbps   14    14    14    14    14    14    14    14    14    14    14  

54 Mbps   12    12    12    12    12    12    12    12   12    12    12  

 
    Output  power table (dBm), in 802.11g, ETSI (preliminary data)                        

CH 
 2412 

 MHz 

 2447 

 MHz 

 2472 

 MHz 

6-24 Mbps   14.5   14.5   14.5 

36 Mbps   14.5   14.5   14.5 

48 Mbps   14.5   14.5   14.5 

54 Mbps   14.5   14.5   14.5 

 

 

    Output  power table (dBm), in 802.11b, ETSI (preliminary data) 

CH 
 2412 

 MHz 

 2447 

 MHz 

 2472 

 MHz 

 1 Mbps     16     16    16 

 2 Mbps     16     16    16 

5.5 Mbps     16     16    16 

11 Mbps     16     16    16 
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 MyTek MWA-505 Wireless 802.11a/b/g 5 Port Dual Band Access Point 
 

 
The MWA -205 wireless access point comes with 5 Ethernet ports and high-speed wireless connection to link all types of 

networking device together. 

 

To ensure the highest level security, the MWA -505 

provides 64/128 bit WEP, WPA, WPA2 encryption, 

IEEE 802.1x and MAC Address Filter to prevent 

unauthorized PCs from accessing your wireless 

network. 

 

With a WEB-based management interface, setting  up 

and maintaining your network is easy and can be done 

from any computer on the network. 

 

Features 
¶ Complies with IEEE 802.11a/b/g standard for 

2.4GHz and 5GHz Wireless LAN 

¶ Supports AP, AP Client, Bridge, Universal or 

WDS Repeater, WISP  mode (wireless WAN port)  

¶ Static, DHCP Client, PPPoe, PPTP, L2TP 

connections in WISP mode 

¶ Supports 64-bit and 128 bit WEP, WPA, WPA2, 

802.1x and 802.11i 

¶ NAT (Network Address Translation) 

¶ MAC Address Clone 

 

 

 

¶ Dual Band Detachable Dipole 

Antenna (RP-SMA 2dBi) 

¶ Adjustable ACK timeout 

¶ Adjustable TX Power Level 

¶ Input/Output Bandwidth 

Control for Ethernet ports 

¶ Coverage Area:  Indoor  up to 

100m, outdoor up to 300m 

¶ Transmit Power: 11a OFDM 

11-13dBm; 11g OFDM 13-

15dBm; 11b CCK 16-18dBm 

¶ Receiver Sensibility: -65dBm at 

54Mbps, 10 % PER; -80dBm at 

11MBps, 8 % PER 

¶ Power Requirement: 12 V 

800mA 

¶ FCC, CE Certification 
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Technical Specification 

Standard IEEE 802.11a/b/g standards compliant 

Data Transfer Rate 

802.11b: 1, 2, 5.5, 11Mbps 

802.11g: 6, 9,  12, 18, 24, 36, 48, 54Mbps  

802.11a: 6, 9,  12, 18, 24, 36, 48, 54Mbps 

Frequency Band 2.412GHz ï 2.483GHz ISM Band,  5.15-5.35GHz,  5.725-5.825GHz 

Channels 
802.11b/g: 14 channels 

802.11a:  19 channels 

RF Output Power 

802.11b CCK:    16-18dBm 

802.11g OFDM: 13-15dBm 

802.11a OFDM: 11-13dBm 

Receiver Sensitivity  
-65dBm at 54Mbps, 10%  PER  

-80dBm at 11Mbps     8% PER 

Operation Range 
Indoor: up to 100m 

Outdoor: up to 300m      (depend on surrounding) 

Antenna Dual Band Detachable Antenna (RP-SMA 2dBi)  

LED Power, 4x LAN,  WLAN  

Security 64 bit/ 128 bit WEP, WPA, WPA2 

CPU Realtek RTL8651B  ( Lexra 5280 32-bit RISC) 

RF Ralink RT2561 miniPCI 

LAN interface 5 x 10/100BaseT with RJ45 connectors (LAN) 

Power Consumption 12V 800mA  Power Adapter 

Operating 

Temperature 
0 ~ 50oC ambient temperature 

Storage Temperature  -20 ~ 70oC ambient temperature 

Humidity  5 to 90 % maximum (non-condensing) 

Dimension 158 x 107 x 26 mm 

Warranty  1 year 
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   802.11b/g (54Mbps) Wireless Networking Products 
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MNWAPGR 802.11b/g Access Point/Router with WDS feature 
 
 

The MNWAPGR  wireless AP/router based on the cutting-edge IEEE 802.11g wireless technology, is a high quality and reliable Internet routing and 
security device combining firewall and network management support for the home and the small office segment.  WDS bridge mode (Repeater 
Mode) function lets it work as a bridge to build up a large network wireless network. This feature is also useful when users want to bridge networks 
between buildings where it is impossible to deploy network cable connections between these buildings. 

Features: 

¶ Integrate with 4 ports Fast Ethernet switch:10/100Mbps 
MDI/MDIX autosensing.  

¶ Provide 10/100Mps WAN interface to connect with DSL or cable 
modem for broadband Internet access.  

¶ Builtin NAT function: allow multiple PCs and devices to share o-
ne Internet connection.  

¶ Over 90Mbps wired routing speed.  

¶ Browserbased interface configuration and management: OS 
independent, easytouse for consumer install.  

¶ Builtin firewall to protect your Intranet.  

¶ VPN support: pass through of PPTP, L2TP, and IPSec.  

¶ Easy to upgrade: using Web or Windows Application to upgrade 
new version of firmware.  

¶ High speed for wireless LAN connection: support both IEEE 
802.11b and 802.11g. Up to 54 Mbps data rate when operates 
in 802.11g mode.  

¶ Provide seamless roaming within the IEEE 802.11b and 
802.11g WLAN infrastructure.  

¶ Data rate supported: 6/12/18/24/36/48/54 Mbps in 802.11g 
mode; 1/2/5.5/11Mbps in 802.11b mode.  

¶ WEP encryption and WPA supported. 

 

                                                                                        Technical Specifications  

Standard 
-  IEEE 802.11b  
-  IEEE 802.11g  

Data Rates 

IEEE 802.11b (auto - fallback):  
-  11, 5.5, 2, 1 Mbps  
IEEE 802.11g (auto - fallback):  
-  54, 48, 36, 24, 18, 12, 6 Mbps  

Range 
Indoor:     35 -100m  
Outdoor: 100 -300 m  

Frequency 2.4 ~ 2.4835 GHz  

Channels 
America 11 Channels / FCC 2.412 -2.462 GHz  
Japan 14 Channels / TELEC 2.412 -2.484 GHz  
Europe 13 Channels / ETSI 2.412 -2.472 GHz  

Antenna Detachacble 2 dBi antenna x 1  

Security WEP encryption and WPA support  

Output Power 
IEEE 802.11g: 13dBm Ñ 1.5 dB, typical.  
IEEE 802.11b: 17dBm Ñ 1.5 dB, typical   

Receiver Sensitivity  
11g @PER <10%  
54Mbps: -70dBm  
48Mbps: -71dBm  

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
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36Mbps: -75dBm  
24Mbps: -79dBm  
18Mbps: -82dBm  
12Mbps: -84dBm  
9Mbps: -87dBm  
6Mbps: -88dBm  
  
11Mbps: <8%  
11Mbps: -84dBm  
5.5Mbps: -85dBm  
2Mb ps: -  86dBm  
1Mbps: -  88dBm  
 

Management method WEB based  

Supported WAN Type 
Static IP address, Dynamic IP Address (DHCP Client), (Multi - session) PPP 
over Ethernet, PPTP, L2TP  

Connection Scheme 
Connect on Demand/Auto -Disconnect, Manually Connect/Disconnec t, Auto 
Reconnect  

NAT Funcionality One- to -Many NAT, One - to -One NAT, Virtual Server, Special Application  

Access Control 
MAC- level Access Control, Inbounf/Outbound IP Filter, Domain Access 
Control  

Firewall Nat Firewall with SPI mode, DoS Detection  

Event Logging On-web logging, Syslog supported, Email Alert  

VPN Supporting IPSec, PPTP, LT2P Pass -Through  

Routing Static Route  

Upgrade Method WEB-based  

Other Features DDNS Support, UpnP Support, SNMP Support, Bigbond cable support  

Input Power  AC 12V 1A  

CPU AMRISC 10000  

Memory Flash 1 MB, DRAM 2 MB  

Wireless Ralink 802.11g  

LAN Port 4 x RJ45, 10/100 Mbps with Auto -MDI/MDIX  

WAN Port  1 x RJ45, 10/100 Mbps with Auto -MDI/MDIX  

Certificates CE, FCC 
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MyTek MWA-204 Wireless 802.11b/g Router and Access Point with WDS and VPN support 

 
The MWA -204 is a high power wireless router and access point which is 

fully supports the features and functional compliance of IEEE 802.11g 

standard. It is designed to provide good performance with minimum power 

consumption and enhance the advantages of robust system and cost-effective. 

The MWA -204 is targeted at competitive price-performance, better power 

management, SOHO and business offices. 

 

Features 
¶ Complies with IEEE 802.11b/g standard for 2.4GHz Wireless LAN 

¶ Support gateway, bridge, WISP (Wireless ISP) functions between wireless 

and wired Ethernet interfaces 

¶ Supports AP, AP Client, WDS ( Wireless Distribution System ), AP+WDS 

and Universal Repeater wireless mode 

¶ Supports Infrastructure and Ad-Hoc Network type 

¶ Supports 64-bit and 128 bit WEP, WPA, WPA2, encryption/decryption function to protect the wireless data transmission 

¶ Supports IEEE 802.1x Authentication 

¶ Supports Wi-Fi Protected Access Authentication with Radius and Pre-Shared Key mode 

¶ Supports Inter-Access Point Protocol (IAPP) 

¶ Supports IEEE 802.3x full duplex flow control on 10/100M Ethernet interface 

¶ Supports DHCP server to provide clients auto IP addresses assignment 

¶ Supports DHCP client for Ethernet Wan interface auto IP address assignment 

¶ Supports static and dynamic IP routing 

¶ Supports DHCP Client, Static IP, PPPoE, PPTP Client (static/dynamic) on Ethernet WAN interface 

¶ Supports clone MAC address function. 

¶ Support firewall security with port filtering, IP filtering, MAC filtering, port forwarding, trigger port and DMZ hosting functions 

¶ Supports WEB based management and configuration. 

¶ Supports  NAT (Network Address Translation)  

¶ Supports UPnP for automatic Internet access 

¶ Supports Dynamic DNS service. 

¶ Supports NTP client service. 

¶ Supports Log Table and remote Log service 

¶ Supports Setup Wizard mode 

¶ VPN - Virtual Private Network (VPN), 10 tunnels 

¶ Supports IPSEC tunnel encryption (3DES/AES128) and authentication (MD5/SHA1)  

¶ Adjustable ACK timeout 

¶ WPS ï Wifi Protected Setup 

¶ WatchDog 

¶ QoS: Bandwidth Control 
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Technical Specification 

Standard 802.11b/g(Wireless), 802.3(10BaseT), 802.3u(100BaseT) 

Data Transfer Rate 54Mbps(Wireless), 100Mbps(Ethernet) 

Modulation Method CCK(802.11b), OFDM(802.11g) 

Frequency Band 2.4GHz ï 2.497GJz ISM Band, DSSS 

RF Output Power 20 dBm 

Receiver Sensitivity 802.11b -80 dBm@8%, 802.11g -68 dBm@5% 

Operation Range 30 to 280 meters (depend on surrounding) 

Antenna External Detachable Antenna 

LED Power, Active (WLAN), Act/Link (Ethernet) 

Security 64 bit/ 128 bit WEP, WPA, WPA2, port filtering, IP filtering, MAC filtering, port forwarding and DMZ hosting 

CPU Realtek RTL8186 

RF Realtek RTL8225 

Flash 2MB 

RAM  16 MB SDRAM 

LAN interface 
One 10/100BaseT with RJ45 connector (WAN) 
Four 10/100BaseT with RJ45 connectors (LAN) 

Power Consumption 12V DC Power Adapter, 1A 

Operating Temperature 0 ~ 50oC ambient temperature 

Storage Temperature -20 ~ 70oC ambient temperature 

Humidity  5 to 90 % maximum (non-condensing) 

Dimension 137 x 96 x 35 mm 
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WP-4001B2 Wireless 802.11b/g Access Point 
 

 
IEEE 802.11 g/b Wireless LAN Access Point 
Acting as a bridge between the wired Ethernet and the 2.4GHz IEEE 802.11g/b wireless 

LAN, this wireless LAN access point can let your wireless LAN client stations access 

both the wired and the wireless network nodes. 

 

WDS Bridge Mode (Repeater Mode) 

The WDS (Wireless Distributed System) function let this access point acts as an 

wireless LAN access point and repeater at the same time. Users can use this feature to 

build up a large wireless network in a large space like airports, hotels and schools 

éetc. This feature is also useful when users want to bridge networks between buildings 

where it is impossible to deploy network cable connections between these buildings. 

 

 

 

Robust Wireless LAN Security 
Except for the basic security control by using ESSID and 64/128/152 bit key length WEP encryption, this access point also 

supports the advanced security features, like MAC access control and hide ESSID. It provides a total solution for you to build up a 

secure wireless LAN network environment that can prevent from all kinds of hacker intrusion. 

 

RP-SMA Detachable antenna 
This access point provides a standard RP-SMA antenna connector that can let you apply all kinds of high gain antennas. This can 

help you to enlarge your wireless LAN coverage. 

 

Web Configuration  
You can configure this access point through the friendly Web user interface with a browser 

 

Å Complies with the IEEE 802.11g/b 2.4GHz specification 

Å Supports 2.400~2.4835 GHz frequency band, 1~14 channels 

Å High data rate up to 54Mbps network speed 

Å Auto rate fallback in case of obstacles or interferences 

Å Supports WPA security enhanced function 

Å Supports WDS (Wireless Distributed System) bridge mode 

Å Supports roaming link integrity 

Å Supports authentication for wireless connectivity based on ESSID 

Å Provides 64/128/152 bit key length WEP data encryption 

Å Provides MAC access control 

Å Provides DHCP server 

Å Supports Web-based configuration 

Å Firmware upgradeable via Web 

Å Compact-size design 

Å POE kit (optional) 
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Technical Specification 

Standards  IEEE 802.11,IEEE 802.11b, IEEE 802.11g standards  

CPU ADMtek 5120 (175Mhz MIPS R4000)  

RF Module  Inprocomm  IPN2220 miniPCI  

Modulation  
802.11g -  OFDM 

802.11b -  CCK, DQPSK, DBPSK  

Frequency Band  2.4 GHz  

Data Rate  

802.11g: 54,48,36,24,18,12,9,6Mb ps, auto fallback under noisy 

environment  

802.11b: 11, 5.5, 2, 1Mbps, auto fallback under noisy environment  

Operating Channel  

11 Channels(US, Canada)  

13 Channels(Europe)  

4 Channels(France)  

14 Channels(Japan)  

Security  

64(40)/128/152 bit WEP Encryption  

WPA (Wi -Fi Protected Access)  

802.1x and Access Control List  

Build - in RADIUS Server  

Management  Web browser  

Working Mode  

AP 

AP Bridge -  Point to Point  

AP Bridge -  Point to Multi -Point  

AP Bridge -  WDS Repeater  

LAN Ports  10/100Mbps UTP Port x 5  

Antenna  One RP-SMA Detachable Antenna  

Power  12V DC, 1A Linear Power Adaptor  

Dimension  30(H)*187(W)*100(D) mm  

Temperature  10~45C  

Humidity  10~90% (Non -Condensing)  

Certification  FCC Class B, CE Mark  



             

                    Product 

                                  MyTek Communication Ltd.   Catalogue 

 

 

 

 

MyTek Communication Ltd.                                                              Tel:  (36-1) 347-0446, (36-1) 280-9397 

Vºrºsmarty utca 79. Budapest                                                           Fax: (36-1) 347-0447 

Hungary H-1201                                                                                  http://www.mytek.eu 

40 

MN54GPC 802.11b/g Wireless PCI Adapter 

  

The 54Mbps Wireles s PCI Card provides desktop PC users with a convenient 
wireless connection to their network for sharing files, printers and other 
hardware peripherals in restrictive environments that make it difficult or 
impossible to deploy a wired network.  
The features the very latest IEEE 802.11g wireless technology to deliver up 
to 54Mbps data rate in the 2.4GHz frequency. It works with IEEE 802.11b 
compliant devices too. In addition, the card comes equipped with the ability 
to help prevent access to sensitive data on the network to secure over - the -
air transmissions with 64/128 -bit WEP and IEEE 802.11i TKIP encryption as 
well as Wi -Fi Protected Access (WPA) support*.  

* Requires Windows XP      

¶ 54Mbps Data Rate  

Nearly five - times faster than IEEE 802.11b, the it runs with  data - intensive applications including real - time MPEG 
video streaming -  ideal for home or office networking requirements.  

¶ Interoperable with 802.11b Compliant Devices  

The card is compatible with the IEEE 802.11b standard, allowing full interoperability wi th any IEEE 802.11b 
certified wireless product.  

¶ Secure Transmissions  

o WEP: 64 & 128 -bit secured WEP (Wired Equivalent Privacy) encryption for securing wireless LAN data 
transmissions.  

o SSID: Only stations using the same SSID (Service Set ID) are permitted t o communicate with each other.  
o WPA: Wi -Fi Protected Access support* (Requires Windows XP)  

Technical Specification 

Data Rates  IEEE 802.11b: 11, 5.5, 2, 1 Mbps  
IEEE 802.11g: 54, 48, 36, 24, 18, 12, 9, 6 Mbps  

Standard  IEEE 802.11g and IEEE 802.11b  

Range  Outdoors: Up to 450m,  
Indoors: Up to 125m  

Frequency  2.4GHz~2.4897GHz  

Modulation Type  IEEE 802.11g: OFDM  
IEEE 802.11b: CCK, DQPSK, DBPSK  

WEP Data Encryption Options  64/128 -bit  

Antenna  Dipole Antenna with detachable SMA connector  

Output Power  15 dBm +/ -2dB 

Sensitivity  Up to -68dBm at 54Mbps OFDM  
Up to -86dBm at 11Mbps CCK  

Power Consumption  Transmit Mode <=310mA  

Certifications  United States  
-  FCC Part 15 class B  
Europe  
-  CE 
Australia  
-  C-Tick  

 



             

                    Product 

                                  MyTek Communication Ltd.   Catalogue 

 

 

 

 

MyTek Communication Ltd.                                                              Tel:  (36-1) 347-0446, (36-1) 280-9397 

Vºrºsmarty utca 79. Budapest                                                           Fax: (36-1) 347-0447 

Hungary H-1201                                                                                  http://www.mytek.eu 

41 

 

 
Sparklan WL-660R 802.11b/g Wireless PCI Adapter 

 
 

 

 

 

 

 

 

 

 

 

 

 

The Sparklan WL - 660R  wireless 11b/g PCI Adapter 
speeds up the data transmission rate to 54Mbps which 
is five times faster than the 802.11b devices. Since 

802.11g products share the same 2.4GHz radio band 
with all other 802.11b devices, the WL - 660R  adapter 
is backward compatible with other 802.11b wireless 

LAN devices.  

The WL - 660R  PCI Adapter installs in most desktops so 

that you can relocate your computers to places you 
want at home or anywhere in the office without the cost 
and hassle of running network c ables. No more drilling 
holes in the walls and through the ceiling to get 
connected to the network. Installation Wizard will guide 
you through easy set up steps. Once the installation is 
done, all you have to do is just sit back and enjoy the 
speed of powe rful 11g . 

 

 

The  WL - 660R enables high data rate multimedia 
applications, for example DVD streaming 

transmission, broadband bandwidth control and 
management.  
 
Features  

 
¶ Easy Installation  
¶ Detachable antenna for a variety 

antenna attachment  
¶ Operates in t he 2.4GHz, backward 

compatible in a 802.11b environment  
¶ Wireless link up to 54Mpbs, which is 5 

times faster than 802.11b devices  
¶ Up to 128 -bit WEP Encryption for 

enhanced security  
¶ Seamless roaming from cell to cell and 

between 802.11b and 802.11g  
¶ Suppo rts Win98SE / ME / 2K /XP  
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Technical Specification 

Standards IEEE 802.11b, 802.11g  

Frequency Bands 2.41 2 ï 2.4835GHz ISM Band  

Number of Channels 

10 ï 13: France, Jordan  
  1 ï 11: USA, Taiwan  
  1 ï 13: European  
  1 ï 13,14: Japan  

Modulation 
802.11b: CCK, DQPSK, DBPSK  
802.11g: OFDM  

Transmit Power 
IEEE 802.11g: 15 dBm (typical)  
IEEE 802.11b: 19 dBm (typical )  

Receive Sensitivity  
11 Mbps 10 -5 BER @ -83 dBm, typ  
54 Mbps 10 -5 BER @ -70 dBm, typ  

Data Rates 
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  
IEEE 802.11g (auto fallback): 54, 48, 36, 24, 18, 12, 11, 9, 6 Mbps  

Operating Range 
Outdoor: 100 - 300 m  
In door: 30 -100 m       
* The perfomance depends on environment  

Chipset Ralink RT2561  

PCI PCI rev 2.2 Compliant  

Antenna Reverse SMA connector with 2 dBi detachable antenna  

Security 64/128 bites WEP, WPA,TKIP,802.11i  

Size 120 x 120 x 23 mm (LxWxH)  

Weight 50g  

Temperature Operating: 0C -  65C   Storing: -40C ï 85C 

Humidity 95 % Non -condensing  

Operating Voltage 3.3V+/ -5%  

LED Indicators Activity  

Operating Systems  Win98SE/ME/2000/XP  

Configuration Utility Configuration tray & Zero configuration for WinX P 

Certification CE, FCC 

Warranty 1 year  

Package Contents 
One Wireless PCI LAN adapter, antenna  
One Setup CD with User Guide  
One Quick Installationn Guide  
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        Sparklan WL-611R 802.11b/g Wireless CardBus Adapter 
 
 

 

 

 

 

 

 

 

 

 

 

 

The Sparklan WL-611R wireless 11g CardBus adapter speeds 

up the data transmission rate to 54Mbps which is five times 
faster than the 802.11b devices. Since 802.11g products share 
the same 2.4GHz radio band with all other 802.11b devices, the  
WL-611R wireless 11g CardBus adapter is backward 

compatible with all the current 802.11b devices at home or in 
the office.  

With the WL-611R wireless 11g CardBus adapter for your 

notebook to increase your mobility in both wireless 11b and 11g 
network environments. Installation Wizard will guide you 
through easy set up steps. Once the installation is done, all you 
have to do is just insert the WL-611R into the notebook PC 

card slot and enjoy the wireless high speed experience. The 
WL-611R offers you the mobility and speed for the Internet 

access in the places, such as home, office and public hot spots 
and results in higher productivity.  

 

 

The  WL - 611R enables high data rate multimedia 
applications, for example DVD streaming 
transmiss ion, broadband bandwidth control and 
management.  
 

Features  

 
¶ Simple Installation for user friendly environment 
¶ 32bit CardBus Interface  
¶ 64/128-bit WEP Encryption for enhanced 

security  
¶ Operates in 2.4GHz, backward compatible in a 

802.11b environment  
¶ Wireless link up to 54Mbps, which is 5 times 

faster than 11Mbps devices  
¶ Up to 128-bit WEP Encryption for enhanced 

security  
¶ Advanced Encryption Key using AES  
¶ Seamless roaming from cell to cell and between 

802.11b and 802.11g  
¶ Supports Win 98SE / ME / 2K /XP 
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Technical Specification 

Standards IEEE 802.11b, 802.11g  

Frequency Bands 2.412 ï 2.4835GHz ISM Band  

Number of Channels 

10 ï 13: France, Jordan  
  1 ï 11: USA, Taiwan  
  1 ï 13: European  
  1 ï 13,14: Japan  

Modulation 
802.11b: CCK, DQPSK, DBPSK  
802.11g: OFDM  

Media Access Protocol CSMA/CA with ACK  

Transmit Power 
IEEE 802.11g: 13 -15 dBm (typical)  
IEEE 802.11b: 17 -19 dBm (typical)  

Receive Sensitivity  
11 Mbps 10 -5 BER @ -83 dBm, typ  
54 Mbps 10 -5 BER @ -70 dBm, typ  

Data Rates 
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  
IEEE 802.11g (auto fallback): 54, 48, 36, 24, 18, 12, 11, 9, 6 Mbps  

Operating Range Outd oor: 100 - 300 m  

Indoor: 30 -100 m       
* The perfomance depends on environment  

Chipset Ralink RT2561  

CardBus 32 -bit CardBus, Type II or Type III CardBus ready  

Antenna Internal patch antenna supporting diversity  

Security 64/128 bites WEP, WPA,TKIP,802. 11i  

Size 117 x 54 x 6 mm (LxWxH)  

Weight 40g  

Temperature Operating: 0C -  55C   Storing: -20C ï 65C 

Humidity 95 % Non -condensing  

Operating Voltage 3.3V+/ -5%  

LED Indicators RF Link Activity  

Operating Systems  Win98SE/ME/2000/XP  

Configuration Utility Configuration tray & Zero configuration for WinXP  

Certification CE, FCC 

Warranty 1 year  

Package Contents One Wireless CardBus LAN adapter  
One Setup CD with User Guide  
One Quick Installationn Guide  
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WL-2203S Wireless 802.11b/g USB Adapter 

 

WL-2203S is a WLAN USB Adapter which fully supports the 

features and functional compliance of IEEE 802.11b/g standard. It is 

designed to provide good performance with minimum power 

consumption and enhance the advantages of robust system and cost-

effective. WL-2203 is targeted at competitive price-performance, 

better power management, high volume desktop and notebook PCs. 

 

 

 

 

 

Technical  Specifications      

Product Name Wireless LAN 11g USB Adapter 

Chipset Zydas1211 

Standard  IEEE 802.11b, IEEE 802.11g 

Frequency Band 2.4GHz ~ 2.483GHz unlicensed ISM band 

Spread Spectrum 
IEEE 802.11b : DSSS (Direct Sequence Spread Spectrum) 

IEEE 802.11g : OFDM ( Orthogonal Frequency Division Multiplexing) 

Modulation Method 
IEEE 802.11b : DBPSK / DQPSK / CCK 

IEEE 802.11g : BPSK, QPSK, 16QAM, 64QAM 

Data Rate 
IEEE 802.11b : 1, 2, 5.5, 11Mbps 

IEEE 802.11g : 6, 9, 12, 18, 24, 36, 48, 54Mbps 

Operation Mode 
Ad hoc  

Infrastructure (Access Points is needed) 

Transmitter Power  17 dBm 

Receive Sensitivity Operating at 11Mbps: -80 dBm @ 8% FER 

Operating Range 100 - 400m, depending on surrounding environment  

Antenna On board chip antenna 

Power Consumption 
Transmit :   < 350mA. 

Receive :  < 260mA. 

Security 
64-bit or 128 -bit WEP (Wired Equivalent Privacy) /WPA 

TKIP (Temporal Key Integrity Protocol)  

I/O Interface  USB 2.0 

LED Green LED indicator 

Operating System Windows 98SE, Me, 2000, XP 

Management Windows-based Utility   

Regulation 
FCC part 15B/C for North America.  

CE for Europe. 

Operating Temperature  0 ~ 55 celsius  

Storage Temperature -20 ~ 70 celsius 

Humidity  5 ~ 90% (non-condensing) 
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MWU-201 Wireless 802.11b/g USB Adapter 

 

The MWU -201 is one of the world's smallest WLAN USB adapter which fully supports the features and 

functional compliance of IEEE 802.11b/g standard.  

 

It enables the deployment the latest updated WMM
TM

 (Wi-Fi 

Multimedia) standard and is designed to provide good 

performance with minimum power consumption and enhance 

the advantages of robust system and cost-effective. 

The MWU -201 is targeted at competitive price-performance, 

better power management, high volume desktop and notebook 

PCs. 

 

 

 

Features 

¶ 2.412GHz ~ 2.484GHz unlicensed ISM frequency band.  

¶ Operating distance of up to 300 meters in free space.  

¶ Support WMM
TM

 (Wi-Fi Multimedia) function.  

¶ Support USB 2.0/1.1 interface.  

¶ 64-bit,128-bit or 256-bit WEP/WPA/WPA2  

¶ Support for Microsoft Windows 2000, XP, XP x64, MAC and Linux.  

¶ Easy operation and setting up.  
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Technical  Specifications      

Product Name Wireless LAN 11g USB Adapter width external detachable antenna  

Chipset Zydas1211B 

Standard  IEEE 802.11b, IEEE 802.11g 

Frequency Band 2.4GHz ~ 2.483GHz unlicensed ISM band 

Spread Spectrum 
IEEE 802.11b : DSSS (Direct Sequence Spread Spectrum) 

IEEE 802.11g : OFDM ( Orthogonal Frequency Division Multiplexing)  

Modulation Method 
IEEE 802.11b : DBPSK / DQPSK / CCK 

IEEE 802.11g : BPSK, QPSK, 16QAM, 64QAM 

Data Rate 
IEEE 802.11b : 1, 2, 5.5, 11Mbps 

IEEE 802.11g : 6, 9, 12, 18, 24, 36, 48, 54Mbps 

Operation Mode 
Ad hoc  

Infrastruct ure (Access Points is needed) 

Transmitter Power  IEEE 802.11b: 17 +/- 2 dBm    IEEE 802.11g:  14 +/- 2 dBm 

Receive Sensitivity 
Operating at 11Mbps: -80 dBm @ 8 % FER 
Operating at 54Mbps: -70 dBm @ 8 % FER 

Operating Range Up to 300m, depending on surrounding environment  

Antenna External SMA antenna (2 dBi) 

Power Consumption 
Transmit: < 270mA 
Receive:  < 160mA 

Security 
64-bit,128 -bit  or 256 -bit WEP (Wired Equivalent Privacy) /WPA 

WPA-PSK / WPA2 / WPA2-PSK / TKIP / AES 

I/O Interface  USB 2.0/1.1 

LED Link/Active  

Operating System Windows 2000, XP, XP x64, Vista  Linux, MAC 

Management Windows-based Utility   

Certifications  
FCC part 15B/C for North America.  

CE for Europe. 

Dimension 
87(L) x 27(W)x 13.8(H) mm 
Antenna: 117(L) x Ʊ10mm 

Weight 
16g 
Antenna: 10g 

Operating Temperature  0 ~ 50 celsius  

Storage Temperature -20 ~ 70 celsius 

Humidity  5 ~ 90% (non-condensing) 

Warranty 1 year 
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PW-8660AS 802.11b/g/Super G Wireless MiniPCI Card 
 

Itôs an add-on card to make mobile device s really wireless. With a high -
tech wireless LAN card, you may access the internet or your mail box 
anywhere. The state -of - the -art technology can speed up the data 
transmission.  
 
¶ High data rate up to 108Mbps in Super G mode  
¶ Backward compatible with 802.11b  2.4GHz standards  

¶ Use for built - in Mini -PCI slot  
¶ Windows based monitor / configuration utility  
¶ Auto fallback data rate for longer distance  
¶ Low power consumption  
¶ Supports 64 / 128 -bit WEP, TKIP, WPA, & AES  

 
 

                                                         Technical Specification 

Interface 32-bit Mini-PCI V1.2 Type III-B (PCI V2.3) 

Chipset Solution Atheros AR5002G 

Standard IEEE 802.11g (backward compatible to 802.11b) 

Date Rate Supported 11g: 54,48,36,24,18,12,9, & 6Mbps (Super G: 108Mbps) 

  11b: 11, 5.5, 2, & 1Mbps 

Frequency Channels 2.412 ~ 2.484 GHz 

Modulation DBPSK @ 1 Mbps 

  DQPSK @ 2 Mbps 

  DQPSK @ 2 Mbps 

  OFDM @ 54, 48, 36, 24, 18, 12, 9, & ^ Mbps 

Operating Channels 11 channels (US and Canada) 

  13 channels (ETSI) 

  14 channels (JAPAN) 

Nominal Output Power +19 dBm @ 11Mbps 

  +15 dBm @ 54Mbps 

Sensitivity  -90 dBm @ 11 Mbps 

  -75 dBm @ 54 Mbps 

Coverage Area Up to 500M in open environment 

Operating System Windows 98/ME/2000/XP 

Operating Humidity 95% Non-Condensing 

Storage Humidity 95% Non-Condensing 

Operating Temperature 0ÁC~55ÁC 

Storage Temperature -20ÁC~75ÁC  -20ÁC~75ÁC 

LED Indicators Link status and link activity 

Power Supply 3.3VDC from host (+/-0.2V) 

Dimensions (H x W x D) 42mm x 59.4mm x 5mm 

Weight 12 g 

Certificates FCC & CE / ETSI 
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  Sparklan WL-850R 802.11b/g Wireless MiniPCI module 

 
 
 
 
 
 

 

 

 

  

 

 

                                                                                         

Technical Specifications  

Standard IEEE 802.11b, IEEE 802.11g  

Chipset  Ralink 2561  

Data Rates Up to 54 Mpbs  

Frequency 2.412 ~ 2.4835 GHz ISM Band  

Modulation Type 
80 2.11b: CCK, DQPSK, DBPSK  
802.11g: OFDM  

Antenna Connector 2x Antenna Hosts (UFL optional)  

Security 64/128 bit WEP & WPA Encryption  

Transmit Power 802.11b/g: typ.  19dBm@ 11Mbps,  15dBm@ 54Mbps  

Sensitivity  802.11b/g  typ. -81dBm@ 11Mbps, -70dBm@ 54Mbps  

Operating Voltage 3.3V +/ -  5%  

Dimensions 59.74 x 44.60 x 5mm  

Weight 10g  

Driver Support Win98SE/ME/2000/XP  

Operating Environment 
Operating environment: 0 ~ 65ÁC  
Storage: -40 ~ 85ÁC 
Humidity: max 95% non -condensing  

Certification CE, FCC 

 

  
 

 

The SparkLANôs WL - 850R  802.11g wireless miniPCI offers 
better performance and enhanced network security than 
802.11b series. The WL - 850R  miniPCI module is compatible 
with 802.11b and 802.11g devices. With OFDM mo dulation, 

WL - 850R  provides up to 54Mbps data rate which is desirable 

for multimedia data transmission. Some Applications: 
integrated wireless capacity for notebooks and web PDAs  
 
Features  

¶ Mini PCI Type III B  
¶ Operating in 2.4GHz with data rate up to 54Mbps  
¶ 64/128 bit WEP; TKIP, WPA,802.11i  

¶ Enables high data rate multi -media applications  
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