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MWA-6201U 802.11n Wireless Pocket Router and Access Point (1Tx1R, WPS, USB) 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 

 

The MWA - 6201U  is compliant with IEEE 

802. 11n  specification up to 150Mbps data rate 

and backward compatible with 802.11b/g 

specification.  It enables your whole network 

sharing a highspeed cable or DSL. The USB port 

of the router can be used as an FTP server or 

supports connection selected USB 3G  modems 

for sharing the mobile internet via Wi -Fi. The 

MWA - 6201U  supports IEEE 802.11e for 

multimedia applications, IEEE 802.11i for 

security. The protocol efficiency is significantly 

improved using the packet aggregation 

techniques.  

The small and easy ro uter is an ideal solution 

for travellers who need to work at anywhere.  

 

Wireless Standards:  IEEE 802.11n upto 150Mbps data 
rate, IEEE 802.11b/g  
 
Operation Mode: Router (Gateway), Bridge (AP), WISP 
Mode  
 
Wireless Mode:  AP / AP Client / WDS /AP+WDS /  
MESH / AP+MESH and Universal Repeater  
 
WAN Connection Type:  Static IP / DHCP Client / PPPoE 
/ PPTP  / L2TP / GSM 3.5G  
 
Networking:  DHCP Server / Client, DynDNS, NTP 
Client, VPN Passthrough  

 
USB: Supports Network File sharing function , FTP 
server , USB storage format tool, 3G modems for mobile 
internet (see the modem compatible list)  
 

Security: Security: None / WEP64 / WEP128 / WPA / 
WPA2 / WPA Mixed, Radius, Access Control List: Allow or 
Deny List  

 

WPS: Support WPS (Wi -Fi Protected Setup)  
 

QoS:  Bandwidth Control by IP or MAC Address  

 
Multiple AP:  Provides maximum 5 groups of SSID  

Firewall: NAT, IPSec / PPTP / L2TP Pass Through, IP 
Filtering, Port Filtering, URL Filtering, MAC Restricting, 
Port Forwarding, DMZ, Virtual Server  
 
Management: System Status, Packet Statistic for 
Ports (WLAN -LAN-WAN), Syslog (Local and 
Remote),Dynamic  DNS, Denial -of -Service, Time Zone 
Setting, Firmware Upgrade, Save/Restore Settings, 
Password Setup, WatchDog, Reboot  
 
Other features:  Adjustable TX power, Frame 
Agg regation, MAC Address Clone, Wireless Schedule, 
Routing Setup, Virtual LAN (VLAN)  

 
Ports:  Fast Ethernet Ports ï 1 WAN, 1 LAN; 1 USB 
2.0 port (NAS, 3.5G communication)  

 

Antenna: internal (1Tx1R)  
 

LEDs: Power, WLAN, LAN  
 

Button: Hardware Reset, WPS  
 

Package  Content:  
¶ 802.11b/g/n Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
IEEE 802.11n , IEEE 802.11b/g for WLAN  
IEEE 802.3, IEEE 802.3u  for wired LAN  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channels (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N band only)  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 13 dBm  
IEEE 802.11g: < 15 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dBm @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 150, 120, 90, 60, 54, 48, 36, 24, 18, 12, 11, 9, 6, 5 .5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna Internal (1Tx1R MIMO techologie)  

Security 64/128 bit WEP, WPA, WPA2, TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge , WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS / MESH / AP+MESH,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While the Wireless Mode is selected to be Client)  

Chipset Realtek RTL8196BU + RTL8191RE  

Flash 4 MB  

RAM 32 MB SDRAM  

Size 107 x 72 x 23,5 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 5V  

WAN Port 1 x 10/100Base T -Ethernet switch port (auto sensing)  

LAN Port 1 x 10/1 00Base T -Ethernet switch port (auto sensing)  

USB Port 1 x USB 2.0 port  

LED Indicators Power, Active/Link (WLAN, LAN)  

Buttons  Reset to default setting, WPS (Wi -Fi Protected Setup)  

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=64','open','width=650,height=600,scrollbars=yes,resizable=no'))
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Compatible 3G (UMTS) USB Modem List  

 

A- Link  3GU, Tita n 

Aiko  82D  

DaTang  D201  

Delta Network  WM78 -81  

Huawei  E156, E160, EC168C, E169, E172, E180, E180(dna), 

E182E. E220, E226, E230, E270  

E1552, E1750, E1752, E1762, K3715  

Giant  D301  

Merlin  XU870  

Nokia  CS-15  

Novatel  MC950D  

Option  ICON225, ICON401, ICON50 5 

Sierra  MC8700, MC8775, MC8790, MC8792V,MC8795V  

SIPTune  LM-75  

Solomon  S3GM-645 -11, S3GM -646, S3GM -690  

Sony Ericsson  MD300  

ZTE  MF622, MF636, MF668  
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MWA-6202 802.11n Wireless Router and Access Point 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 

 
 
 
 

The MWA - 6202  with IEEE 802.11n Draft 2.0 

specifications, delivers wireless speed up to 300Mbps data 

rate, provides multi - functional c apabilities, particularly the 

high -performance throughput and high -quality security. 

Incorporating five Fast Ethernet ports and Wireless 

(802.11b/g/n) networking device, MWA - 6202  enables 

your whole network sharing a high -speed cable or DSL. It 

also maximiz es the performance and ideal for media -

centric applications like streaming video, gaming and 

Voice over IP technology . 
 

Operation Mode  
¶ Router (Gateway) Mode  
¶ Bridge (AP) Mode  
¶ WISP Mode  
 

Wireless  
¶ IEEE 802.11n Draft 2, IEEE 802.11b/g  
¶ Mode: AP / Repeater / Cl ient / WDS /AP+WDS  
¶ Channel  Selection: Auto or Manually  

¶ SSID: One SSID  
 

WAN / LAN  
¶ WAN Connection Type: Static IP / DHCP Client / 

PPPoE / PPTP ( Static, Dynamic)  
¶ Networking: DHCP Server / Client, DynDNS, 

NTP Client, VPN Passthrough  

 

Security  
¶ Wireless Securi ty: None / WEP64 / WEP128 / 

WPA / WPA2 Pre -Shared Key, WPA/WPA2 
Ciphers: TKIP/AES/TKIP+AES  

¶ Access Control List: Allow or Deny List  

 

WPS  
¶ Support PBC and PIN Settings  

 

Firewall  
¶ NAT 
¶ IPSec / PPTP / L2TP Pass Through  
¶ IP Filtering  
¶ Port Filtering  
¶ MAC Restricting  
¶ URL Filtering  
¶ Port Forwarding  

¶ DMZ 

 

Management  
¶ System Status  
¶ Packet Statistic for Ports (WLAN -LAN-WAN)  
¶ Syslog (Local and Remote)  
¶ Dynamic DNS  
¶ Denial -of -Service  
¶ Firmware Upgrade  
¶ Restore Settings  
¶ Password Setup  
 

Ports  

¶ WAN: 1 Fast Ethernet Port  
¶ LAN:  4 Fast Et hernet Ports  
 

Antenna  

¶ Qty: 2  

¶ Type: Detachable  
 

LED  

¶ Power  

¶ WAN 

¶ LAN 

 

Button  

¶ Hardware Reset  

¶ WPS (WiFi Protected Setup)  
 

Package Content  

¶ 802.11b/g/n AP/Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
IEEE 802.11n Draft 2.0, IEEE 802.11b/g for WLAN  
IEEE 802.3, IEEE 802.3u  for  wired LAN  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channels (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N band only)  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 14 dBm   
IEEE 802.11g: < 15 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dBm @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 
IEEE 802.11n (auto fallback): 300, 270, 243, 216, 162, 108, 81, 54, 27 Mbps (40Mhz)  
IEEE 802.11g (auto fallback): 54, 48, 36, 24, 18, 12, 9, 6 Mbps  
IEEE 802.11b (auto fallback): 11, 5.5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna Detachable Antenna (2Tx 2R)  

Security 64/128 bit WEP, WPA, WPA2, TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge, WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While  the Wireless Mode is selected to be Client)  

Chipset Realtek RTL8651C + RTL8190 + RTL8256  

Flash 2 MB  

RAM 16 MB SDRAM  

Size 138 x 92 x 33 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 12V  

WAN Port 1 x 10/100Base T -Ethernet switch port (auto sensing)  

LAN Port 4 x 10/100Base T -Ethernet switch port (auto sensing)  

LED Indicators Power, Active (WLAN, LAN, WAN), WPS  

Buttons  Reset to default setting, WPS (Wi -Fi Protected Setup)  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=64','open','width=650,height=600,scrollbars=yes,resizable=no'))
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MWA-6202U 802.11n Wireless Broadband Router and Access Point (2Tx2R, WPS, USB) 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 

 

The MWA - 6202U  is an IEEE 802.11n Draft 2.0 and 

80 2.11b/g compatible wireless broadband router, 

delivers wireless speed up to 300Mbps data rate, 

enables your whole network sharing a highspeed 

cable or DSL. The USB port of the router can be used 

as an FTP server or supports connection selected 

USB 3G modem s for sharing the mobile internet via 

Wi-Fi. The MWA - 6202U  is an ideal solution for 

SOHO or small enterprise.  
 

Wireless Standards:  IEEE 802.11n Draft 2, IEEE 
802.11b/g  
 
Operation Mode: Router (Gateway), Bridge (AP), WISP 
Mode  
 
Wireless Mode:  AP / Repeate r / Client / WDS /AP+WDS  
 
Channel  Selection:  Auto or Manually  

 

WAN Connection Type:  Static IP / DHCP Client / PPPoE 
/ PPTP ( Static, Dynamic) / L2TP / GSM 3.5G  
 
Networking:  DHCP Server / Client, DynDNS, NTP 
Client, VPN Passthrough  

 
USB: Supports Network F ile sharing function, FTP 
server, USB storage format tool, 3G modems for mobile 
internet (see the modem compatible list)  
 

Security: Wireless Security: None / WEP64 / WEP128 / 
WPA / WPA2 Pre -Shared Key, WPA/WPA2 Ciphers: 
TKIP/AES/TKIP+AES, Access Control Li st: Allow or Deny 
List  

 

WPS: Support PBC and PIN Settings  
 

 

Firewall: NAT, IPSec / PPTP / L2TP Pass Through, IP 
Filtering, Port Filtering, URL Filtering, MAC Restricting, 
Port Forwarding, DMZ  
 
Management: System Status, Packet Statistic for 
Ports (WLAN -LAN-WAN), Syslog (Local and 
Remote),Dynamic  DNS, Denial -of -Service, Firmware 
Upgrade, Restore Settings, Password Setup  
 
Other features:  Adjustable TX power, QoS, Frame 
Aggregation, Multiple AP ability  

 
Ports:  Fast Ethernet Ports ï 1 WAN, 4 LAN; 1 USB 
2.0 p ort (NAS, 3.5G communication)  

 

Antenna: 2x2dBi detachable antenna (2Tx2R)  
 

LEDs: Power, WLAN, WPS, WAN, LAN  
 

Button: Hardware Reset  
 

Package Content:  
¶ 802.11b/g/n AP/Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
IEEE 802.11n Draft 2.0, IEEE 802.11b/g for WLAN  
IEEE 802.3, IEEE 802.3u  for wired LAN  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channe ls (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N band only)  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dB m @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 
IEEE 802.11n (auto fallback): 300, 270, 243, 216, 162, 108, 81, 54, 27 Mbps (40Mhz)  
IEEE 802.11g (auto fallback): 54, 48, 36, 24, 18, 12, 9, 6 Mbps  
IEEE 802.11b (auto fal lback): 11, 5.5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna 2x2dBi Detachable Antenna (2Tx2R MIMO Technology)  

Security 64/128 bit WEP, WPA, WPA2, TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge, WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While the Wireless Mode is selected to be Client)  

Chipset Realtek RTL8651C + RTL8190 + RTL8256  

Flash 4 MB  

RAM 32 MB SDRAM  

Size 138 x 92 x 33 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 12V  

WAN Port 1 x 10/100Base T -Ethernet switch port (auto sensing)  

LAN Port 4 x 10/100Base T -Ethernet switch port (auto sensing)  

USB Port 1 x USB 2.0 port  

LED Indicators Power, Active (WLAN, LAN, WAN), WPS  

Buttons  Reset to default setting  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))
javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=64','open','width=650,height=600,scrollbars=yes,resizable=no'))


             

                    Product 

                                  MyTek Communication Ltd.   Catalogue 

 

 

 

 

MyTek Communication Ltd.                                                              Tel:  (36-1) 347-0446, (36-1) 280-9397 

Vºrºsmarty utca 79. Budapest                                                           Fax: (36-1) 347-0447 

Hungary H-1201                                                                                  http://www.mytek.eu 

11 

Compatible 3G (UMTS) USB Modem List  

 

 

A- Link  3GU, Titan  

Huawei  E160, E169, E172, E180, E220, D230, E270  

E1552, E1752, E1762, K3715  

Nokia  CS-15  

Novatel  MC950D, XU870  

Option  ICON225, ICON401, ICON505  

Solomon  S3GM-646, S3GM -690  

ZTE  MF636  
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MWA-6206U 802.11n Wireless Router and Access Point (2Tx2R, WPS, USB) 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 

 
 

The MWA - 6206U  is compliant with IEEE 802.11n  

specifications up to 300Mbps data rate and backward 

compatible with IEEE 802.11b/g specification.  It 

enables your whole network sharing a highspeed 

cable or DSL. The USB port of the router can be used 

as a n FTP server or supports connection selected 

USB 3G modems for sharing the mobile internet via 

Wi-Fi. The MWA - 6206U  supports IEEE 802.11e for 

multimedia applications, IEEE 802.11i for security. 

The protocol efficiency is significantly improved using 

the pa cket aggregation techniques.  
 

Wireless Standards:  IEEE 802.11n upto 300Mbps data 
rate, IEEE 802.11b/g  
 
Operation Mode: Router (Gateway), Bridge (AP), WISP 
Mode  
 
Wireless Mode:  AP / AP Client / WDS / AP+WDS /  
MESH / AP+MESH and Universal Repeater  
 
WAN Connection Type:  Static IP / DHCP Client / PPPoE 
/ PPTP  / L2TP / GSM 3.5G  
 
Networking:  DHCP Server / Client, DynDNS, NTP 
Client, VPN Passthrough  

 
USB: Supports Network File sharing function , FTP 
server , USB stor age format tool, 3G modems for mobile 
internet (see the modem compatible list)  
 

Security: None / WEP64 / WEP128 / WPA / WPA2 / WPA 
Mixed, Radius, Access Control List: Allow or Deny List  

 

WPS: Support WPS (Wi -Fi Protected Setup)  
 

QoS:  Bandwidth Control by IP or MAC Address  

 
Multiple AP:  Provides maximum 5 groups of SSID  

Firewall: NAT, IPSec / PPTP / L2TP Pass Through, IP 
Filtering, Port Filtering, URL Filtering, MAC Restricting, 
Port Forwarding, DMZ, Virtual Server  
 
Management: System Status, Packet Statistic for 
Ports ( WLAN-LAN-WAN), Syslog (Local and 
Remote),Dynamic  DNS, Denial -of -Service, Time Zone 
Setting, Firmware Upgrade, Save/Restore Settings, 
Password Setup, WatchDog, Reboot  
 
Other features:  Adjustable TX power, Frame 
Aggregation, MAC Address Clone, Wireless Sche dule, 
Routing Setup, Virtual LAN (VLAN)  

 
Ports:  Fast Ethernet Ports ï 1 WAN, 4 LAN; 1 USB 
2.0 port (NAS, 3.5G communication)  

 

Antenna: 2 x 5dBi external detachable (2Tx2R)  
 

LEDs: Power, WLAN, WPS, WAN, LAN (Link/Act)  
 

Button: Hardware Reset, WPS  
 

Package Content:  
¶ 802.11b/g/n Router  

¶ Power Supply  

¶ Userôs Guide (CD) 

¶ 1 db RJ -45 cable  
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                                                                                        Technical Specification  

Standard 
IEEE 802.11n, IEEE 802.11b/g for WLAN  
IEEE 802.3, IEEE 802.3u  for wired LAN  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels (Europe), 11 Channels (US, Canada), 14 Channels (Japan)  

Channel Width 20Mhz or 40Mhz ( N band only)  

Modulation BPSK /  QPSK / 16 -QAM / 64 -QAM 

Transmit Power 
IEEE 802.11n: < 13 dBm  
IEEE 802.11g: < 15 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:   -64dBm @ 10%  
IEEE 802.11g:   -70dBm @ 10%  
IEEE 802.11b:   -80dBm @ 8%  

Data Transfer Rates 300, 270, 240,  180, 120, 60, 54, 48, 36, 24, 18, 12, 11, 9, 6, 5.5, 2, 1 Mbps  

Operating Range Indoor 100m, Outdoor 280m             * The performance various depend on environment.  

Antenna 2 x 5dBi external detachable, SMA connector  

Security 64/128 bit WEP, WPA, WPA2,  TKIP, AES, WPA width Radius  

Operating Mode  Gateway, Bridge, WISP (Wireless Internet Service Provider)  

Wireless Mode AP / Client / WDS / AP+WDS / MESH / AP+MESH,  Universal Repeater  

Network Type Infrastructure and Ad Hoc ( While the Wireless Mode is s elected to be Client)  

Chipset Realtek RTL8196BU + RTL8192SE  

Flash 4 MB  

RAM 32 MB SDRAM  

Size 137.5 x 93 x 32 mm (L x W x H)  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Power Supply DC 12V  

WAN Port 1 x 10/10 0Base T -Ethernet switch port (auto sensing)  

LAN Port 4 x 10/100Base T -Ethernet switch port (auto sensing)  

USB Port 1 x USB 2.0 port  

LED Indicators Power, WLAN, WPS, WAN, LAN (Link/Act)  

Buttons  Reset to default setting, WPS (Wi -Fi Protected Setup)  

Warranty 1 year  
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Compatible 3G (UMTS) USB Modem List 

A- Link  3GU, Titan  

Aiko  82D  

DaTang  D201  

Delta Network  WM78 -81  

Huawei  E156, E160, EC168C, E169, E172, E180, E180(dna), 

E182E. E220, E226, E230, E270  

E1552, E1750, E1752, E1762, K3715  

Giant  D301  

Merlin  XU870  

Nokia  CS-15  

Novatel  MC950D  

Option  ICON225, ICON401, ICON505  

Sierra  MC8700, MC8775, MC8790, MC8792V,MC8795V  

SIPTune  LM-75  

Solomon  S3GM-645 -11, S3GM -646, S3GM -690  

Sony Ericsson  MD300  

ZTE  MF622, MF636, MF668  
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MWL-6200C 802.11n Wireless USB Adapter 
 
 
 
 
 
 
 

 
 
 
 
 

The MWL - 6200C  is a wireless dongle, 

which fully supports the features and 
functional compliance of IEEE 802.11n Draft 
2.0, IEEE 802.11e and i standards. It 

supports up to 300 Mbps high -speed 
wireless network connections.  
 
It is designed to provide excellent 

performance with minimum power 
consumption and enhance the advantages 
of robust system and cost -effective. The 
MWL - 6200C  is targeted at competitive 
superior performance better power 
mana gement applications.  

 

Features:  

¶ Complies with IEEE 802.11n Draft 2.0, IEEE 

802.11b/g, IEEE 802.11e and i standards   

¶ 1x2 MIMO technology improves effective 

throughput and range over existing 
802.11b/g products  

¶ 2.4GHz WLAN MAC/BB processing  

¶ Data rates  up to 300 Mbps for 40 MHz 

channels and up to 130 MBps for 20 MHz 
channels  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 

DQPSK and CCK modulations  

¶ Supports 64 -bit and 128 bit WEP, WPA, 

WPA2, TKIP, AES  

¶ USB 2.0 interface  

¶ Realtek RTL8192+RTL8256 chipset  
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                                                                                        Technikai specifik§ci·  

Chipset Realtek RTL8192+RTL8256  

Standard IEEE 802.11n Draft 2.0, IEEE 802.11b/g, IEEE 802.11e and IEEE 802.11i  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogonal Frequency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface USB 2.0  

OS Support Windows 2000 / XP / x64 / Vista  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Size 90 x 24 x 11 mm (L x W x H)  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  

 

javascript:void(window.open('/program/service/terminology/terminology_view.php?SERIALS=63','open','width=650,height=600,scrollbars=yes,resizable=no'))


             

                    Product 

                                  MyTek Communication Ltd.   Catalogue 

 

 

 

 

MyTek Communication Ltd.                                                              Tel:  (36-1) 347-0446, (36-1) 280-9397 

Vºrºsmarty utca 79. Budapest                                                           Fax: (36-1) 347-0447 

Hungary H-1201                                                                                  http://www.mytek.eu 

17 

MWL-6200D 802.11n Wireless USB Adapter 
 
 
 
 
 
 
 

 
 
 
 
 

The MWL - 6200D  is a wireless dongle, 

which fully supports the features and 
functional compliance of IEEE 802.11n Draf t 
2.0, IEEE 802.11e and i standards. It 

supports up to 300 Mbps high -speed 
wireless network connections.  
 
It is designed to provide excellent 

performance with minimum power 
consumption and enhance the advantages 
of robust system and cost -effective. The 
MWL - 6200D  is targeted at competitive 
superior performance better power 
management applications.  

 

Features:  

¶ Complies with IEEE 802.11n Draft 2.0, IEEE 

802.11b/g, IEEE 802.11e and i standards   

¶ 2x2 MIMO technology improves effective 
throughput and range over e xisting 
802.11b/g products  

¶ 2x2 dBi External SMA Antennas  

¶ 2.4GHz WLAN MAC/BB processing  

¶ Data rates up to 300 Mbps for 40 MHz 

channels and up to 130 MBps for 20 MHz 
channels  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 

DQPSK and CCK modulations  

¶ Supports 64 -bit and  128 bit WEP, WPA, 
WPA2, TKIP, AES  

¶ USB 2.0 interface  

¶ Atheros AR9170+AR9102 chipset  
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                                                                                        Technical Specification  

Chipset Atheros AR9170+AR9102  

Standard IEEE 802.11n Draft 2.0, IEEE 802.11b/g, IEEE 802.11e and IEEE 802.11i  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogonal Fr equency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Data Transfer Rates 
300, 270, 24 0, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Antenna 2x2 dBi Detachable SMA Antenna  

Security 64/128 bit WEP & W PA, WPA2, TKIP, AES  

Interface USB 2.0  

OS Support Windows 2000 / XP / Vista, Linux  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  
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MWU-203 802.11n Wireless USB Adapter (2Tx2R, WPS) 
 
 
 
 
 
 
 

 
 
 
 
 

The MWU - 203  is a wi reless dongle, which 

fully supports the features and functional 
compliance of IEEE 802.11n, e and i 
standards. It supports up to 300 Mbps high -

speed wireless network connections using  
the 2Tx2R MIMO technology.  

The MWU - 203  is a cost -effective, single 
chip  solution, provides excellent 
performance with minimum power 
consumption. With build - in WPS button to 

simplify the process of configuring security 
on wireless networks.   

 

¶ Complies with IEEE 802.11n,e and i, 

IEEE 802.11b/g standards   

¶ 2x2 MIMO techno logy improves 
effective throughput and range over 
existing 802.11b/g products  

¶ Operates on 2.4GHz ISM band  

¶ Data rates up to 300 Mbps  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 
DQPSK and CCK modulations  

¶ Supports 64 -bit and 128 bit WEP, WPA, 

WPA2, TKIP, AES  

¶ WPS ( Wi-Fi Protected Setup) button for 
easy and secure establishment of a 

wireless network  

¶ USB 2.0 interface  

¶ Realtek RTL8192SU chip   
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                                                                                        Technical Specification  

Chipset Realtek RTL8192SU  

Standard IEEE 802.11n, e and i, IEEE 802.11b/g  

Frequency Band 2.4GHz IS M Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Ortho gonal Frequency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 14 dBm  
IEEE 802.11g: < 14 dBm  
IEEE 802.11b: < 17 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Operation Mode Ad hoc, I nfrastructure  

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18, 12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 
64/128 bit WEP & WPA, WPA2, TKIP, AES  
WPS button for easy and secure establishment of a wireless network  

Interface USB 2.0  

Power Consumption 
Transmit: around 380mA  
Receive:   around 250mA  

OS Support Windows  2000 / XP / XPx64 / Vista / VistaX64 / Win7 / Win7x64 / Mac / Linux  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Size 52.3 x 24.4 x 9.9 mm (L x W x H)  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  
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MWU-206 802.11n Wireless USB Adapter (1Tx2R) 
 
 
 
 
 
 
 

 
 
 
 
 

The MWU -206 is a wireless dongle, which 

fully supports the features and functional 

compliance of IEEE 802.11n, e and i 

standards. It supports up to 300 Mbps 

downlink and 150Mbps uplink high speed 

wireless network connections using  the 

1Tx2R MIMO technology. Using packet 

aggregation techniques the  protocol efficiency 

is significantly improved. Power saving 

mechanisms reduce the power wasted during 

idle time, and compensate for the extra power 

required to transmission  The MWU -206 

provides simple legacy and 20MHz/40MHz 

co-existence mechanisms to ensure backward 

and network compatibility. 

 

   

 ¶ Complies with IEEE 802.11n,e and i, 
IEEE 802.11b/g standards   

¶ 1Tx2R MIMO technology improves 

effective throughput and range over 
existing 802.11b/g products  

¶ Operates on 2.4GHz ISM band  

¶ Data rates up to 300 Mbps down link 
and 150Mbps uplink  

¶ BPSK, QPSK, 16 QAM, 64 QAM, DBPSK, 

DQPSK and CCK modulations  

¶ Supports 64 -bit and 128 bit WEP, WPA, 

WPA2, TKIP, AES  

¶ WPS (WiFi Protected Setup)  

¶ Ad-hoc and Infrastructure mode  

¶ 5 dBi detachable antenna  

¶ USB 2.0 interface  

¶ Realtek RTL8 191SU chip   
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                                                                                        Technical Specification  

Chipset Realtek RTL8191SU  

Standard IEEE 802.11n, e and i, IEEE 802.11b/g  

Frequency Band 2.4GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum)  
IEEE 802.11g/n: OFDM (Orthogonal Frequency Division Multiplexing)  

Transmit Power 
IEEE 802.11n: < 19 dBm  
IEEE 802.11g: < 1 9 dBm  
IEEE 802.11b: < 22 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 10%  
IEEE 802.11g:  -70dBm @ 10%  
IEEE 802.11b:  -80dBm @ 8%   

Operation Mode Ad hoc, Infrastructure  

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48, 36, 30, 24, 22, 18,  12, 11, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface USB 2.0  

Antenna 1 x 5dBi external detachable  

Power Consumption 
Transmit: around 380mA  
Receive:   around 250mA  

OS Support Windows  XP / Vista / Win7 / Mac / Linux  

Temperature Operating: 0C -  50C   Storing: -10C ï 70C 

Humidity  5-90%, Non -condensing  

Size 87 x 27 x 13.4 mm (L x W x H)  

LED Indicators Power  

Certification CE, FCC 

Warranty 1 year  
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MWL-6400 802.11n Wireless PCI Adapter 
 
 
 
 
 
 
 

 
 
 
 
 

The MWL - 6400C  is a highly integrated 

MIMO wireless PCI adapter, which fully 
supports the features and functional 
compliance of IEEE 802.11n Draft 2.0, IEEE 

802.11e and i standards. It supports up to 
300 Mbps high -speed wireless network 
connections.  
 

It provides complete solution for high 
throughput performance, transmission over 
20 MHz and 40 MHz bandwidth.  

 

Features:  

¶ Complies with IEEE 802.11n Draft 2.0, IEEE 802.11b/g standards   

¶ 1x2 MIMO technology improves ef fective throughput and range over existing 

802.11b/g products  

¶ 2.4GHz WLAN MAC/BB processing  

¶ Data rates up to 300 Mbps for 40 MHz channels and up to 130 MBps for 20 

MHz channels  

¶ PCI Revision 2.3 interface  

¶ Realtek TRL8190+RTL8256 chipset  

¶ Supported stand ards:  
  IEEE 802.11e QoS Enhancement (WMM, WMM -SA Client Mode)  
  IEEE 802.11h TPC, DFS Spectrum Measurement  
  IEEE 802.11k Radio Resource Measurement  
  IEEE 802.11i (WPA,WPA2) Open, Shared Key, Pair -Wise Key Authentication  
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                                                                                        Technical Specification  

Chipset Realtek RTL8190+RTL8256  

Standard IEEE 802.11n Draft 2.0, IEEE 802.11b/g, IEEE 802.11e,h,k and i  

Frequency Band 2.4GHz ï 2.484GHz ISM Band  

Operating Channel 13 Channels -  Europe, 11 Channels  -  US, Canada, 14 Channels -  Japan  

Modulation BPSK / QPSK / 16 -QAM / 64 -QAM / DBPSK / DQPSK / CCK  

Spread Spectrum 
IEEE 802.11b: DSSS (Direct Sequence Spread Spectrum) width DBPSK,DQPSK,CCK  
IEEE 802.11g/n: OFDM (Orthogonal Frequency Division Multiplexing) width BPSK, 
QPSK, 16 -QAM, 64 -QAM and 256 -QAM modulations  

Transmit Power 
IEEE 802.11n: 13+/ -2 dBm  
IEEE 802.11g: 14+/ -2 dBm  
IEEE 802.11b: 17+/ -2 dBm  

Receiver Sensitivity  
IEEE 802.11n:  -64dBm @ 8%  
IEEE 802.11g:  -70dBm @ 8%  
IEEE 802.11b:  -80dBm @ 8%   

Data Transfer Rates 
300, 270, 240, 180, 120, 90, 60, 54, 48,  36, 30, 24, 22, 18, 12, 11, 9, 6, 5.5, 2, 1 
Mbps (auto fallback)  

Operation Mode Ad-hoc, Infrastucture  

Power Consumption 
Transmit: around 350mA @ 11b, 355mA @ 11g, 350mA @ 11n  
Receive: around 390mA @ 11b, 420mA @ 11g, 420mA @ 11n  

Operating Range Indoor 100m, Outdoor 280m                *The performance depends on evironment  

Security 64/128 bit WEP & WPA, WPA2, TKIP, AES  

Interface PCI Revision 2.3, 32 -bit  

OS Support Windows 2000 / XP / Vista  

Temperature Operating: 0C -  55C   Storing: -20C ï 70C 

Humidity  5-90%, Non -condensing  

Size 121 x 57 x 19 mm (L x W x H)  

Weight 94g  

LED Indicators Red LED for Power, Green LED for Link  

Certification CE, FCC 

Warranty 1 year  
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  802.11a+g (54/108 Mbps, dual-band) Wireless Networking Products  
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Sparklan WX-7800A 802.11a+g Access Point 
 
 
 
 

 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 

SparkLAN WX - 7800A  wireless 11a+g Dual -Band Access 
Point can be accessed in all three 802.11 wireless  
networks. WX - 7800A  contains two separate wireless 
connectivity radio transceivers, which support all three  
popular wireless networking specifications. One of the two 

transceivers uses 2.4GHz frequency band and  
supports both wireless 802.11b  and 802.11g, which offers 

up to 11Mbps and 108Mbps data rate  
respectively. The other transceiver uses 5GHz frequency 
band and supports wireless 802.11a, also up to  
108Mbps. Since two radio waves operate in different 
frequency bands, they can work simultan eously and  
cover your wireless zone with high -speed performance. In 
terms of security, WX - 7800A  offers up to  

128 -bit WEP Encryption and also includes MAC address 
filtering, which allows you to assign Internet Access  
to those you permit. The configuration a nd installation is 
made to be simple and fast following the web  
browser -based setup wizard.  

Features 

 
¶ Supports all  802.11a, 802.11b and 802.11g 

networks 

¶ Wireless link speeds up to 108Mbps 

¶ MAC address  filtering and enhanced 152-bit  

WEP encryption 

¶ WEB-based management and easy setup 

wizard 

¶ Provide high performance universal wireless 

network connectivity 

¶ Ideal for multimedia data transmission with 

high speed wireless performance 

¶ Easy fast installation and setup 

¶ WDS: AP, bridge, repeater and AP Client 

¶ Atheros XR eXtended Range technology 
















































































































